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OKCE 300 S ● ● ● ● ● ● ● –
OKCE 500 S ● ● ● ● ● ● ● ●

OKC 300 NTR/BP ● ● ● ● ● ● – –
OKC 500 NTR/BP ● ● ● ▲ ● ● – –
OKC 300 NTRR/BP ● ● ● ● ● ● – –
OKC 500 NTRR/BP ● ● ● ● ● ● – –
OKC 300 NTR/HP ▲ ▲ ▲ ● ▲ ▲ – –
OKC 500 NTR/HP ▲ ▲ ▲ ▲ ▲ ▲ – –

▲lze montovat, ● lze montovat jen s redukční přírubou 210/150, – nelze montovat

MOŽNOSTI MONTÁŽE PŘÍRUBOVÝCH ELEKTRICKÝCH TOPNÝCH JEDNOTEK ŘADY TPJ ,  R

Typ

TP
J 

15
0-

8/
2,

5 
kW

TP
J 

15
0-

8/
3,

0 
kW

TP
J 

15
0-

8/
4,

0 
kW

RD
U 

18
-6

RD
W

 1
8-

7,
5

TP
J 

15
0-

8/
9,

0 
kW

TP
J 

15
0-

8/
12

 k
W

TP
J 

15
0-

8/
15

 k
W

NAD 500 v1 ● ● ● ● ● ● ● –
NAD 750 v1 ● ● ● ● ● ● ● ●

NAD 1000 v1 ● ● ● ● ● ● ● ●

NAD 500 v3 ● ● ● ● ● ● ● –
NAD 750 v3 ● ● ● ● ● ● ● ●

NAD 1000 v3 ● ● ● ● ● ● ● ●

NAD 500 v4 ● ● ● ● ● ● – –
NAD 750 v4 ● ● ● ● ● ● ● –
NAD 1000 v4 ● ● ● ● ● ● ● ●

NADO 500/140 v1 ● ● ● ● ● ● ● –
NADO 750/140 v1 ● ● ● ● ● ● ● ●

NADO 1000/140 v1 ● ● ● ● ● ● ● ●

NADO 500/200 v1 ● ● ● ● ● ● ● –
NADO 750/200 v1 ● ● ● ● ● ● ● ●

NADO 1000/200 v1 ● ● ● ● ● ● ● ●

NADO 500/140 v2 ● ● ● ● ● ● – –
NADO 750/140 v2 ● ● ● ● ● ● ● –
NADO 1000/140 v2 ● ● ● ● ● ● ● ●

NADO 300/20 v11 ● ● ● ● ● ● – –
NADO 400/20 v11 ● ● ● ● ● ● – –
NADO 750/25 v11 ● ● ● ● ● ● ● –
NADO 1000/25 v11 ● ● ● ● ● ● ● ●

● lze montovat jen s redukční přírubou 210/150, – nelze montovat




