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CE WC Pan Declaration of Performance 
 

 

 

Declaration of Performance 

 

1. Unique identification code of the product type:  

See Product List 

2. Intended use/es: 

Personal Hygiene (PH) 

3. Manufacturer: 

Eczacēbaĸē Yapē Gere­leri Sanayi ve Ticaret A.ķ. 

B¿y¿kdere Caddesi, Ali Kaya Sokak, No:7 

34394 Levent/Ķstanbul/T¿rkiye 

Email : seyma.soyer@vitra.com.tr 

Web  : www.vitra.com.tr 

T +90 212 350 80 00 

F +90 212 350 81 22 

4. Authorised represantative:  

Claudio Conigliello 

Customer Experience Manager Europe 

VitrA Bad GmbH Agrippinawerft 24 50678 Kºln 

Email: claudio.conigliello@vitra-bad.de 
Web  : www.vitra-bad.de 

T +49 221 277368 267 

F +49 221 277368 5 267 

5. System/s of AVCP:                                                 

System 4 

6a.  Harmonised standard:                                    EN 997:2012/AC:2012               

7. Declared performance/s: 

Essential Characteristics Performance Harmonized Technical 

Specification 

Capacity of flushing water (CF) Technical Class* 

EN 997:2012/AC:2012 

Backflow preventation (of foul air) (BP) Pass (V) / NPD* 

Cleanability (CA) Pass (V) / NPD* 

Load resistance (LR) Pass (V) / NPD* 

Water/leak tightness (WL) Pass (V) / NPD* 

Valve reliability (VR) Pass (V) / NPD* 

Durability (DA) Pass (V) / NPD* 

*The specific performance of the individual article is determined by the characteristic code specifies in the product list. If no performance has been determined 

for an essential characteristic, this is indicated with ñNPDò. 
 

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration 

of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of the 

manufacturer identified above. 

 

Signed for and on behalf of the manufacturer by: 

 
 

Nihat BALTACI 

(Quality Assurance Manager)  

Ķstanbul                                                                      19.04.2022 
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Prohl§ġen² o vlastnostech 

 

1. JedineļnĨ identifikaļn² k·d typu vĨrobku:  

viz pŚ²loha 

2. ZamĨġlen® pouģit²: 

osobn² hygiena (PH) 

3. VĨrobce: 

Eczacēbaĸē Yapē Gere­leri Sanayi ve Ticaret A.ķ. 

B¿y¿kdere Caddesi, Ali Kaya Sokak, No:7 

34394 Levent/Ķstanbul/T¿rkiye 

Email : seyma.soyer@vitra.com.tr 

Web  : www.vitra.com.tr 

T +90 212 350 80 00 

F +90 212 350 81 22 

4. Autorizovan§ osoba:  

Claudio Conigliello 

Customer Experience Manager Europe 

VitrA Bad GmbH Agrippinawerft 24 50678 Kºln 

Email: claudio.conigliello@vitra-bad.de 
Web  : www.vitra-bad.de 

T +49 221 277368 267 

F +49 221 277368 5 267 

5. Syst®m/y AVCP:                                                 

Syst®m 4 

6a.  Harmonizovan§ norma:                                  EN 997:2012/AC:2012               

7. Deklarovan® vlastnosti: 

Z§kladn² Vlastnosti Hodnota 
Harmonizovan§ Technick§ 

Specifikace 

Kapacita vody pro splachov§n² (CF) Technick§ tŚ²da* 

 

EN 997:2012/AC:2012 

 

PŚedch§zen² zpŊtn®mu toku (BP) splŔuje(V) / NPD* 

Ļistitelnost (CA) splŔuje(V) / NPD* 

Odolnost proti zat²ģen² (LR) splŔuje(V) / NPD* 

VodotŊsnost (WL) splŔuje(V) / NPD* 

Spolehlivost ventilu (VR) splŔuje(V) / NPD* 

Trvanlivost (DA) splŔuje(V) / NPD* 
 

* Specifick® vlastnosti jednotlivĨch vĨrobkŢ jsou urļeny charakteristickĨm k·dem uvedenĨm v seznamu vĨrobkŢ. Pokud nen² uveden ģ§dnĨ parametr pro nŊkterou z§kladn² vlastnost, je tato 

vlastnost oznaļena "NPD". 
 

VĨġe uveden® vlastnosti vĨrobku jsou v souladu se souborem deklarovanĨch vlastnost². Toto prohl§ġen² o vlastnostech se 

vyd§v§ v souladu s naŚ²zen²m (EU) ļ. 305/2011 na vĨhradn² odpovŊdnost vĨġe uveden®ho vĨrobce. 

 

Za vĨrobce a jeho jm®nem podepsal: 

 

  

Nihat BALTACI 

(Quality Assurance Manager)  

Ķstanbul                                                                                  19.04.2022 
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Vyhl§senie o parametroch 

 

1. JedineļnĨ identifikaļnĨ k·d typu vĨrobku:  

pozri priloģenĨ zoznam 

2. ZamĨġŎan® pouģitie: 

osobn§ hygiena (PH) 

3. VĨrobca: 

Eczacēbaĸē Yapē Gere­leri Sanayi ve Ticaret A.ķ. 

B¿y¿kdere Caddesi, Ali Kaya Sokak, No:7 

34394 Levent/Ķstanbul/T¿rkiye 

Email : seyma.soyer@vitra.com.tr 

Web  : www.vitra.com.tr 

T +90 212 350 80 00 

F +90 212 350 81 22 

4. Autorizovan§ osoba:  

Claudio Conigliello 

Customer Experience Manager Europe 

VitrA Bad GmbH Agrippinawerft 24 50678 Kºln 

Email: claudio.conigliello@vitra-bad.de 
Web  : www.vitra-bad.de 

T +49 221 277368 267 

F +49 221 277368 5 267 

5. Syst®m/y AVCP:                                                 

Syst®m 4 

6a.  Harmonizovan§ norma:                                 EN 997:2012/AC:2012               

7. Deklarovan® vlastnosti: 

Z§kladn® Vlastnosti Hodnota 
Harmonizovan§ Technick§ 

Ġpecifik§cia 

Kapacita vody na splachovanie (CF) Technick§ trieda* 

EN 997:2012/AC:2012 

 

Predch§dzanie spªtn®mu toku (BP) spŌŔa(V) / NPD* 

ĻistiteŎnosŠ (CA) spŌŔa(V) / NPD* 

OdolnosŠ proti zaŠaģeniu (LR) spŌŔa(V) / NPD* 

VodotesnosŠ (WL) spŌŔa(V) / NPD* 

SpoŎahlivosŠ ventilov (VR) spŌŔa(V) / NPD* 

TrvanlivosŠ (DA) spŌŔa(V) / NPD* 

* Ġpecifick® vlastnosti kaģd®ho vĨrobku s¼ urļen® k·dom vlastnosti uvedenĨm v zozname vĨrobkov. Ak pre z§kladn¼ vlastnosŠ nie je uvedenĨ ģiadny parameter, t§to vlastnosŠ je oznaļen§ 

ako "NPD". 

 

Uveden® vlastnosti vĨrobku s¼ v s¼lade so s¼borom deklarovanĨch vlastnost². Toto vyhl§senie o parametroch sa vyd§va v 

s¼lade s nariaden²m (EĐ) ļ. 305/2011 na vĨhradn¼ zodpovednosŠ vyġġie uveden®ho vĨrobcu. 

 

Za vĨrobcu a v jeho mene podp²sal: 

 

Nihat BALTACI 

(Quality Assurance Manager) 

Ķstanbul                                                                                 19.04.2022 
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Teljes²tm®ny nyilatkozat 

 

1. A term®kt²pus egyedi azonos²t· k·dja:  

L§sd. a mell®kletet 

2. Rendeltet®sszerŤ haszn§lat: 

szem®lyi higiena (PH) 

3. Gy§rt·: 

Eczacēbaĸē Yapē Gere­leri Sanayi ve Ticaret A.ķ. 

B¿y¿kdere Caddesi, Ali Kaya Sokak, No:7 

34394 Levent/Ķstanbul/T¿rkiye 

Email : seyma.soyer@vitra.com.tr 

Web  : www.vitra.com.tr 

T +90 212 350 80 00 

F +90 212 350 81 22 

4. Meghatalmazott k®pviselŖ:  

VitrA Bad GmbH Agrippinawerft 24 50678 Kºln 

Email: claudio.conigliello@vitra-bad.de 
Web  : www.vitra-bad.de 

T +49 221 277368 267 

F +49 221 277368 5 267  

5. Rendszer/Rendszerek AVCP:                                                 

 4 rendszer 

6a.  Harmoniz§lt szabv§ny:                                 EN 997:2012/AC:2012               

7. A nyilatkozat szerinti teljes²tm®ny: 

AlapvetŖ Tulajdons§gok Teljes²tm®ny Harmoniz§lt MŤszaki ElŖ²r§sok 

¥bl²t®s mennyis®ge (CF) MŤszaki Oszt§ly* 

 

EN 997:2012/AC:2012 

 

Vissza§raml§s g§tl§s (BP) Megfelel (V) / NPD* 

Tiszt²that·s§g (CA) Megfelel (V) / NPD* 

TerhelŖk®pess®g (LR) Megfelel (V) / NPD* 

V²zz§r·s§g (WL) Megfelel (V) / NPD* 

SpoŎahlivosŠ ventilov (VR) Megfelel (V) / NPD* 

Tart·ss§g (DA) Megfelel (V) / NPD* 

* Az egyes term®kek konkr®t tulajdons§gait a term®klist§ban megadott tulajdons§gk·d hat§rozza meg. Ha nincs megadva param®ter az alaptulajdons§ghoz, akkor ezt a tulajdons§got "NPD"-k®nt 

jelºlj¿k.".
 

 

 A fenti term®k teljes²tm®nye megfelel a t§bl§zatban felt¿ntetett teljes²tm®nynek. A teljes²tm®ny nyilatkozat az Eur·pai Kºzºss®g 

305/2011/EU rendelete alapj§n a gy§rt·ra szabott kiz§r·lagos  felelŖss®g kikºt®s®vel ker¿lt kiad§sra. 

 

A gy§rt· nev®ben ®s r®sz®rŖl al§²r·: 

 

Nihat BALTACI 

(Quality Assurance Manager)   

Ķstanbul                                                                           19.04.2022 
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Product Table  

 

 

/ƻŘŜκƪƽŘκ 
ƪƽŘκ ƪƽŘƧŀ 

Capacity of flushing 
water/ Kapacita 

vody pro 
ǎǇƭŀŎƘƻǾłƴƝκ 

Kapacita vody na 
splachovanie/ 

mōƭƝǘŞǎ ƳŜƴƴȅƛǎŞƎŜ 
(CF)  

Backflow 
preventation 
(of foul air)/ 
tǌŜŘŎƘłȊŜƴƝ 
ȊǇŠǘƴŞƳǳ 

toku/  
tǊŜŘŎƘłŘȊŀƴƛ 
Ŝ ǎǇŅǘƴŞƳǳ 

toku/  
±ƛǎǎȊŀłǊŀƳƭł 
ǎ Ǝłǘƭłǎ 

(BP) 

Cleanability/ 
2ƛǎǘƛǘŜƭƴƻǎǘκ 
2ƛǎǘƛǘŜƯƴƻǎǙ κ 
¢ƛǎȊǘƝǘƘŀǘƽǎł 

g 
(CA) 

Load 
resistance/ 

Odolnost proti 
ȊŀǘƝȌŜƴƝκ 

hŘƻƭƴƻǎǙ ǇǊƻǘƛ 
ȊŀǙŀȌŜƴƛǳκ 
¢ŜǊƘŜƭǃƪŞǇŜǎǎ 
ŞƎ ό[wύ 

Water-leak 
tightness/ 
±ƻŘƻǘŠǎƴƻǎǘκ 
±ƻŘƻǘŜǎƴƻǎǙκ 
±ƝȊȊłǊƽǎłƎ 

(WL)  

Valve 
reliability/  

Spolehlivost 
ventilu/  
{ǇƻƯŀƘƭƛǾƻǎǙ 

ventilov/  
{ǇƻƯŀƘƭƛǾƻǎǙ 

ventilov 
(VR)  

Durability/  
Trvanlivost/ 
¢ǊǾŀƴƭƛǾƻǎǙκ 
¢ŀǊǘƽǎǎłƎ 

(DA)  

Harmonized 
Technical 

Specification/ 
IŀǊƳƻƴƛȊƻǾŀƴł 
¢ŜŎƘƴƛŎƪł 

Specifikace/ 
IŀǊƳƻƴƛȊƻǾŀƴł 
¢ŜŎƘƴƛŎƪł 
~ǇŜŎƛŦƛƪłŎƛŀκ 
IŀǊƳƻƴƛȊłƭǘ 
aǼǎȊŀƪƛ 
9ƭǃƝǊłǎƻƪ 

2110-003-0081 6 L V V NPD V V V EN 997:2012/AC:2012 

2110-003-0089 6 L V V NPD V V V EN 997:2012/AC:2012 

2110-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

2110-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

2111-003-0081 6 L V V NPD V V V EN 997:2012/AC:2012 

2111-003-0089 6 L V V NPD V V V EN 997:2012/AC:2012 

2111-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

2111-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

2247-003-1429 6 L V V V V V V EN 997:2012/AC:2012 

2426-003-0089 6 L V V NPD V V V EN 997:2012/AC:2012 

2426-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

2534-003-0081 6 L V V NPD V V V EN 997:2012/AC:2012 

2534-003-0089 6 L V V NPD V V V EN 997:2012/AC:2012 

2553-003-0081 6 L V V NPD V V V EN 997:2012/AC:2012 

2553-003-0089 6 L V V NPD V V V EN 997:2012/AC:2012 
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2630-003-1575 6 L V V NPD V V V EN 997:2012/AC:2012 

2630-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

2855-003-1429 6 L V V V V V V EN 997:2012/AC:2012 

4035-003-0123 6 L V V NPD V V V EN 997:2012/AC:2012 

4035-003-0858 6 L V V NPD V V V EN 997:2012/AC:2012 

4035-003-0859 6 L V V NPD V V V EN 997:2012/AC:2012 

4035-003-1251 6 L V V NPD V V V EN 997:2012/AC:2012 

4035-003-7168 6 L V V NPD V V V EN 997:2012/AC:2012 

4035-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

4074-003-0169 6 L V V NPD V V V EN 997:2012/AC:2012 

4074-003-7096 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-7117 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-7155 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-7168 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-7202 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 
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4160-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-403-7300 6 L V V NPD V V V EN 997:2012/AC:2012 

4160-403-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-003-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-003-7090 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-003-7092 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-003-7117 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-003-7202 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-403-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

4164-603-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4200-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4201-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

4253-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4254-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

4254-003-0090 6 L V V V V V V EN 997:2012/AC:2012 
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4254-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

4254-070-0090 6 L V V V V V V EN 997:2012/AC:2012 

4254-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

4254-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

4254-470-0075 6 L V V V V V V EN 997:2012/AC:2012 

4254-470-0090 6 L V V V V V V EN 997:2012/AC:2012 

4254-483-0090 6 L V V V V V V EN 997:2012/AC:2012 

4264-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

4270-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4270-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

4270-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4270-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

4300-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

4300-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

4300-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

4303-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4303-003-7790 6 L V V NPD V V V EN 997:2012/AC:2012 

4303-095-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

4304-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4304-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

4304-003-7790 6 L V V NPD V V V EN 997:2012/AC:2012 

4305-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

4305-003-0686 6 L V V V V V V EN 997:2012/AC:2012 
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4305-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

4305-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

4305-095-7095 6 L V V V V V V EN 997:2012/AC:2012 

4305-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

4305-603-0850 6 L V V V V V V EN 997:2012/AC:2012 

4326-003-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

4328-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

4328-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

4328-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

4328-070-0075 6 L V V V V V V EN 997:2012/AC:2012 

4328-070-0850 6 L V V V V V V EN 997:2012/AC:2012 

4328-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

4328-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

4330-003-0096 4 L V V NPD V V V EN 997:2012/AC:2012 

4337-003-0075 4 L V V V V V V EN 997:2012/AC:2012 

4337-003-0090 4 L V V V V V V EN 997:2012/AC:2012 

4337-003-0282 4 L V V V V V V EN 997:2012/AC:2012 

4337-003-0559 4 L V V V V V V EN 997:2012/AC:2012 

4337-003-6115 4 L V V V V V V EN 997:2012/AC:2012 

4337-003-6164 4 L V V V V V V EN 997:2012/AC:2012 

4337-003-7060 4 L V V V V V V EN 997:2012/AC:2012 

4337-003-7061 4 L V V V V V V EN 997:2012/AC:2012 

4337-003-7200 4 L V V V V V V EN 997:2012/AC:2012 
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4337-003-7201 4 L V V V V V V EN 997:2012/AC:2012 

4337-403-0075 4 L V V V V V V EN 997:2012/AC:2012 

4337-403-0090 4 L V V V V V V EN 997:2012/AC:2012 

4337-403-0559 4 L V V V V V V EN 997:2012/AC:2012 

4337-403-6153 4 L V V V V V V EN 997:2012/AC:2012 

4337-403-7201 4 L V V V V V V EN 997:2012/AC:2012 

4337-403-7202 4 L V V V V V V EN 997:2012/AC:2012 

4354-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

4354-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

4355-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

4355-095-1130 6 L V V V V V V EN 997:2012/AC:2012 

4355-403-0250 6 L V V V V V V EN 997:2012/AC:2012 

4356-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

4356-095-1130 6 L V V V V V V EN 997:2012/AC:2012 

4356-403-1130 6 L V V V V V V EN 997:2012/AC:2012 

4379-003-0075 4 L V V V V V V EN 997:2012/AC:2012 

4379-003-0090 4 L V V V V V V EN 997:2012/AC:2012 

4379-003-0101 4 L V V V V V V EN 997:2012/AC:2012 

4379-003-0559 4 L V V V V V V EN 997:2012/AC:2012 

4379-403-0075 4 L V V V V V V EN 997:2012/AC:2012 

4379-403-0090 4 L V V V V V V EN 997:2012/AC:2012 

4379-403-0559 4 L V V V V V V EN 997:2012/AC:2012 

4379-483-1322 4 L V V V V V V EN 997:2012/AC:2012 
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4392-003-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-0090 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-1295 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-1297 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-1298 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-1615 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-1618 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-1654 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-6047 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-7080 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-7168 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-7200 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-003-7204 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-403-0090 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-403-1295 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-403-1298 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-403-1618 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-403-7080 4/6 L V V V V V V EN 997:2012/AC:2012 

4392-403-7081 4/6 L V V V V V V EN 997:2012/AC:2012 

4393-003-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

4393-003-0090 4 L V V NPD V V V EN 997:2012/AC:2012 

4393-403-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

4395-003-0092 4 L V V NPD V V V EN 997:2012/AC:2012 
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4395-003-0096 4 L V V NPD V V V EN 997:2012/AC:2012 

4395-003-0585 4 L V V NPD V V V EN 997:2012/AC:2012 

4395-003-7700 4 L V V NPD V V V EN 997:2012/AC:2012 

4395-003-7701 4 L V V NPD V V V EN 997:2012/AC:2012 

4395-403-0096 4 L V V NPD V V V EN 997:2012/AC:2012 

4397-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4397-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

4400-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

4448-001-0075 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-0075 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-0079 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-0090 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-0101 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-0143 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-0559 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-1322 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-1684 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-1787 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-6070 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-6073 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-6131 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-6137 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-6138 4 L V V V V V V EN 997:2012/AC:2012 
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4448-003-6154 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-6157 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-6164 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-6165 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7060 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7061 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7155 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7157 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7168 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7200 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7201 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7202 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7203 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7205 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7206 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7207 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7211 4 L V V V V V V EN 997:2012/AC:2012 

4448-003-7700 4 L V V V V V V EN 997:2012/AC:2012 

4448-020-0559 4 L V V V V V V EN 997:2012/AC:2012 

4448-070-0075 4 L V V V V V V EN 997:2012/AC:2012 

4448-070-0090 4 L V V V V V V EN 997:2012/AC:2012 

4448-070-6115 4 L V V V V V V EN 997:2012/AC:2012 

4448-070-7203 4 L V V V V V V EN 997:2012/AC:2012 
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4448-403-0075 4 L V V V V V V EN 997:2012/AC:2012 

4448-403-0090 4 L V V V V V V EN 997:2012/AC:2012 

4448-403-0559 4 L V V V V V V EN 997:2012/AC:2012 

4448-403-6153 4 L V V V V V V EN 997:2012/AC:2012 

4448-403-6157 4 L V V V V V V EN 997:2012/AC:2012 

4448-403-6165 4 L V V V V V V EN 997:2012/AC:2012 

4448-403-7204 4 L V V V V V V EN 997:2012/AC:2012 

4448-403-7206 4 L V V V V V V EN 997:2012/AC:2012 

4448-703-0075 4 L V V V V V V EN 997:2012/AC:2012 

4449-003-0075 4 L V V V V V V EN 997:2012/AC:2012 

4449-003-0079 4 L V V V V V V EN 997:2012/AC:2012 

4449-003-0090 4 L V V V V V V EN 997:2012/AC:2012 

4449-003-0101 4 L V V V V V V EN 997:2012/AC:2012 

4449-003-0559 4 L V V V V V V EN 997:2012/AC:2012 

4449-003-1651 4 L V V V V V V EN 997:2012/AC:2012 

4449-003-7201 4 L V V V V V V EN 997:2012/AC:2012 

4449-070-0101 4 L V V V V V V EN 997:2012/AC:2012 

4449-070-0559 4 L V V V V V V EN 997:2012/AC:2012 

4449-403-0075 4 L V V V V V V EN 997:2012/AC:2012 

4449-403-0090 4 L V V V V V V EN 997:2012/AC:2012 

4449-403-0101 4 L V V V V V V EN 997:2012/AC:2012 

4464-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

4464-003-0090 6 L V V V V V V EN 997:2012/AC:2012 
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4464-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

4464-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

4464-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

4465-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4465-003-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

4470-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

4470-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

4470-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

4470-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

4470-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

4470-403-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

4480-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

4490-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

4493-003-1105 6 L V V V V V V EN 997:2012/AC:2012 

4494-003-1105 6 L V V NPD V V V EN 997:2012/AC:2012 

4500-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

4504-003-1105 6 L V V V V V V EN 997:2012/AC:2012 

4518-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

4518-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

4518-403-7155 6 L V V V V V V EN 997:2012/AC:2012 

4518-470-0075 6 L V V V V V V EN 997:2012/AC:2012 

4518-470-0090 6 L V V V V V V EN 997:2012/AC:2012 

4597-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 
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4597-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

4597-003-7155 6 L V V NPD V V V EN 997:2012/AC:2012 

4597-003-7168 6 L V V NPD V V V EN 997:2012/AC:2012 

4597-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

4597-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

4597-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

4597-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

4597-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

4597-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

4948-403-6262 6 L V V V V V V EN 997:2012/AC:2012 

4948-403-6263 6 L V V V V V V EN 997:2012/AC:2012 

4948-403-6272 6 L V V V V V V EN 997:2012/AC:2012 

4948-403-6592 6 L V V V V V V EN 997:2012/AC:2012 

5030-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5030-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

5030-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5030-003-0868 6 L V V V V V V EN 997:2012/AC:2012 

5030-003-6022 6 L V V V V V V EN 997:2012/AC:2012 

5030-095-0850 6 L V V V V V V EN 997:2012/AC:2012 

5032-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5032-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5032-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5032-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 
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5041-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5042-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5052-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5064-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5065-003-0101 6 L V V NPD V V V EN 997:2012/AC:2012 

5077-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-0081 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-1028 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-1030 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-1517 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-1518 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-1696 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-1727 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-1796 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-7132 6 L V V V V V V EN 997:2012/AC:2012 

5091-003-7133 6 L V V V V V V EN 997:2012/AC:2012 

5091-090-1028 6 L V V V V V V EN 997:2012/AC:2012 

5091-090-1030 6 L V V V V V V EN 997:2012/AC:2012 
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5091-095-1028 6 L V V V V V V EN 997:2012/AC:2012 

5091-095-1030 6 L V V V V V V EN 997:2012/AC:2012 

5092-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5092-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5092-003-7157 6 L V V NPD V V V EN 997:2012/AC:2012 

5092-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-003-0173 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-003-7157 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5110-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-0077 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-0173 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-1560 6 L V V NPD V V V EN 997:2012/AC:2012 
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5111-003-1611 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7002 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7003 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7103 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7110 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7138 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7706 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7707 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7708 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7709 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7710 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7711 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7712 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7713 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7714 6 L V V NPD V V V EN 997:2012/AC:2012 
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5111-003-7715 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7717 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7718 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-095-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-095-7103 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-095-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-095-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-095-7713 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-099-1630 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-099-7716 6 L V V NPD V V V EN 997:2012/AC:2012 

5111-003-7022 6 L V V NPD V V V EN 997:2012/AC:2012 

5112-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5112-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5112-003-0979 6 L V V V V V V EN 997:2012/AC:2012 

5112-003-1273 6 L V V V V V V EN 997:2012/AC:2012 

5112-003-6003 6 L V V V V V V EN 997:2012/AC:2012 

5112-003-7132 6 L V V V V V V EN 997:2012/AC:2012 

5112-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5119-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5119-003-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

5123-009-0523 6 L V V NPD V V V EN 997:2012/AC:2012 

5124-009-0523 6 L V V NPD V V V EN 997:2012/AC:2012 
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5126-009-1256 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-003-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-003-0143 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-003-0173 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-003-1664 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-403-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-603-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5138-703-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5139-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5139-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5140-003-0092 4 L V V NPD V V V EN 997:2012/AC:2012 

5140-003-0096 4 L V V NPD V V V EN 997:2012/AC:2012 

5140-003-0585 4 L V V NPD V V V EN 997:2012/AC:2012 

5140-003-0610 4 L V V NPD V V V EN 997:2012/AC:2012 

5140-003-7200 4 L V V NPD V V V EN 997:2012/AC:2012 

5140-003-7203 4 L V V NPD V V V EN 997:2012/AC:2012 

5140-003-7700 4 L V V NPD V V V EN 997:2012/AC:2012 

5140-403-0092 4 L V V NPD V V V EN 997:2012/AC:2012 
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5140-403-0096 4 L V V NPD V V V EN 997:2012/AC:2012 

5140-403-0585 4 L V V NPD V V V EN 997:2012/AC:2012 

5159-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5160-003-0075 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-0079 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-0850 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-1035 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-1125 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-6048 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-6051 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-6057 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-6058 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-7200 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-7201 4 L V V V V V V EN 997:2012/AC:2012 

5160-003-7202 4 L V V V V V V EN 997:2012/AC:2012 

5160-403-0075 4 L V V V V V V EN 997:2012/AC:2012 

5160-403-0850 4 L V V V V V V EN 997:2012/AC:2012 

5160-403-1035 4 L V V V V V V EN 997:2012/AC:2012 

5160-403-1125 4 L V V V V V V EN 997:2012/AC:2012 

5161-003-0092 4 L V V NPD V V V EN 997:2012/AC:2012 

5161-003-0096 4 L V V NPD V V V EN 997:2012/AC:2012 

5161-003-0585 4 L V V NPD V V V EN 997:2012/AC:2012 

5161-003-0610 4 L V V NPD V V V EN 997:2012/AC:2012 
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5161-003-1269 4 L V V NPD V V V EN 997:2012/AC:2012 

5161-003-7060 4 L V V NPD V V V EN 997:2012/AC:2012 

5161-003-7700 4 L V V NPD V V V EN 997:2012/AC:2012 

5161-403-0096 4 L V V NPD V V V EN 997:2012/AC:2012 

5161-403-1037 4 L V V NPD V V V EN 997:2012/AC:2012 

5168-003-0313 6 L V V NPD V V V EN 997:2012/AC:2012 

5168-403-0313 6 L V V NPD V V V EN 997:2012/AC:2012 

5173-003-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-0079 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-0090 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-0559 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1084 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1085 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1086 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1087 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1409 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1547 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1548 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1584 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1587 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1605 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1641 4/6 L V V V V V V EN 997:2012/AC:2012 
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5173-003-1648 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1684 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1685 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1686 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-1687 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-6199 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7094 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7095 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7096 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7155 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7168 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7201 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7202 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7204 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7206 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7207 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7211 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7212 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7700 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7701 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-003-7702 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-0090 4/6 L V V V V V V EN 997:2012/AC:2012 
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5173-403-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-0559 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-1084 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-1086 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-1087 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-1584 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-1587 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-1684 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-1687 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-7211 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-403-7212 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-603-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5173-703-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5175-003-6059 6 L V V V V V V EN 997:2012/AC:2012 

5175-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-0559 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-1084 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-1085 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-1086 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-1087 6 L V V V V V V EN 997:2012/AC:2012 



Refer to: V-DOP-997 

Rev. Date: 19.04.2022 

 

CE WC Pan Declaration of Performance 
 

 

 

5176-003-1584 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-1587 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-1684 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-1685 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-1686 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-1687 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-6233 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-6243 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7084 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7085 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7086 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7087 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7096 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7211 6 L V V V V V V EN 997:2012/AC:2012 

5176-003-7212 6 L V V V V V V EN 997:2012/AC:2012 

5176-018-1684 6 L V V V V V V EN 997:2012/AC:2012 

5176-083-0559 6 L V V V V V V EN 997:2012/AC:2012 

5176-083-0559 6 L V V V V V V EN 997:2012/AC:2012 
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5176-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-0101 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-0559 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-1084 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-1085 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-1087 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-1584 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-1587 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-1684 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-1685 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-1686 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-1687 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-7211 6 L V V V V V V EN 997:2012/AC:2012 

5176-403-7212 6 L V V V V V V EN 997:2012/AC:2012 

5176-603-1685 6 L V V V V V V EN 997:2012/AC:2012 

5184-009-0523 6 L V V NPD V V V EN 997:2012/AC:2012 

5195-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5195-068-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5196-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5201-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5201-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5201-003-7046 6 L V V NPD V V V EN 997:2012/AC:2012 



Refer to: V-DOP-997 

Rev. Date: 19.04.2022 

 

CE WC Pan Declaration of Performance 
 

 

 

5201-003-7049 6 L V V NPD V V V EN 997:2012/AC:2012 

5202-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5202-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5202-003-7046 6 L V V NPD V V V EN 997:2012/AC:2012 

5202-003-7049 6 L V V NPD V V V EN 997:2012/AC:2012 

5202-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5216-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5216-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

5216-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5216-003-1125 6 L V V V V V V EN 997:2012/AC:2012 

5216-003-6042 6 L V V V V V V EN 997:2012/AC:2012 

5216-003-7060 6 L V V V V V V EN 997:2012/AC:2012 

5216-403-0079 6 L V V V V V V EN 997:2012/AC:2012 

5216-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

5216-403-1036 6 L V V V V V V EN 997:2012/AC:2012 

5216-403-1125 6 L V V V V V V EN 997:2012/AC:2012 

5216-403-6057 6 L V V V V V V EN 997:2012/AC:2012 

5216-403-7200 6 L V V V V V V EN 997:2012/AC:2012 

5217-003-1125 6 L V V V V V V EN 997:2012/AC:2012 

5217-003-1428 6 L V V V V V V EN 997:2012/AC:2012 

5217-403-1036 6 L V V V V V V EN 997:2012/AC:2012 

5217-403-1125 6 L V V V V V V EN 997:2012/AC:2012 

5226-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 
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5226-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5226-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5226-003-7117 6 L V V NPD V V V EN 997:2012/AC:2012 

5226-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5226-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

5226-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5226-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5226-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5226-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5226-095-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5236-003-0845 6 L V V V V V V EN 997:2012/AC:2012 

5238-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5238-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5247-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-0874 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-1030 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-1305 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-6039 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-7096 6 L V V V V V V EN 997:2012/AC:2012 
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5247-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-7701 6 L V V V V V V EN 997:2012/AC:2012 

5247-003-7702 6 L V V V V V V EN 997:2012/AC:2012 

5247-095-0075 6 L V V V V V V EN 997:2012/AC:2012 

5247-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5247-403-1135 6 L V V V V V V EN 997:2012/AC:2012 

5247-603-0075 6 L V V V V V V EN 997:2012/AC:2012 

5247-703-0075 6 L V V V V V V EN 997:2012/AC:2012 

5248-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5248-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5248-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

5248-003-1305 6 L V V V V V V EN 997:2012/AC:2012 

5248-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5248-403-1135 6 L V V V V V V EN 997:2012/AC:2012 

5258-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5258-003-0874 6 L V V V V V V EN 997:2012/AC:2012 

5258-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

5258-003-7701 6 L V V V V V V EN 997:2012/AC:2012 

5258-003-7702 6 L V V V V V V EN 997:2012/AC:2012 

5258-403-1135 6 L V V V V V V EN 997:2012/AC:2012 
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5262-003-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

5269-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5269-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5269-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5269-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5283-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5283-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

5283-003-1128 6 L V V V V V V EN 997:2012/AC:2012 

5283-003-6132 6 L V V V V V V EN 997:2012/AC:2012 

5283-003-6133 6 L V V V V V V EN 997:2012/AC:2012 

5283-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5283-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

5283-403-1128 6 L V V V V V V EN 997:2012/AC:2012 

5284-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5284-003-1125 6 L V V V V V V EN 997:2012/AC:2012 

5284-403-1125 6 L V V V V V V EN 997:2012/AC:2012 

5285-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5285-003-1035 6 L V V NPD V V V EN 997:2012/AC:2012 

5285-003-1125 6 L V V NPD V V V EN 997:2012/AC:2012 

5285-003-1412 6 L V V NPD V V V EN 997:2012/AC:2012 

5285-003-1428 6 L V V NPD V V V EN 997:2012/AC:2012 

5285-090-1035 6 L V V NPD V V V EN 997:2012/AC:2012 

5285-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 
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5285-403-1125 6 L V V NPD V V V EN 997:2012/AC:2012 

5286-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5286-003-1035 6 L V V NPD V V V EN 997:2012/AC:2012 

5286-003-1125 6 L V V NPD V V V EN 997:2012/AC:2012 

5286-003-1412 6 L V V NPD V V V EN 997:2012/AC:2012 

5286-003-1428 6 L V V NPD V V V EN 997:2012/AC:2012 

5286-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5286-403-1125 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-0593 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-0845 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-0899 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-0927 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-1023 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-7096 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-7097 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-7138 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-7203 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-7204 6 L V V NPD V V V EN 997:2012/AC:2012 
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5293-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5293-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5296-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5296-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5296-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5296-003-0845 6 L V V NPD V V V EN 997:2012/AC:2012 

5297-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5298-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5298-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

5298-003-0868 6 L V V V V V V EN 997:2012/AC:2012 

5298-003-1384 6 L V V V V V V EN 997:2012/AC:2012 

5298-003-1402 6 L V V V V V V EN 997:2012/AC:2012 

5298-003-1443 6 L V V V V V V EN 997:2012/AC:2012 

5298-003-1444 6 L V V V V V V EN 997:2012/AC:2012 

5298-003-6069 6 L V V V V V V EN 997:2012/AC:2012 

5298-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

5298-003-7098 6 L V V V V V V EN 997:2012/AC:2012 

5298-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5298-403-0868 6 L V V V V V V EN 997:2012/AC:2012 

5299-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5304-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 
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5304-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5318-003-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-0079 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-1273 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-6039 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-7070 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-7090 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-7100 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-7155 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-7157 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-7200 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-7201 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-7202 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-003-7205 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-095-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-403-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-403-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5318-603-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5319-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5319-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5319-003-7070 6 L V V V V V V EN 997:2012/AC:2012 

5319-403-0075 6 L V V V V V V EN 997:2012/AC:2012 
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5319-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

5320-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5320-003-0686 6 L V V V V V V EN 997:2012/AC:2012 

5320-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5320-003-1273 6 L V V V V V V EN 997:2012/AC:2012 

5320-003-6039 6 L V V V V V V EN 997:2012/AC:2012 

5320-003-6086 6 L V V V V V V EN 997:2012/AC:2012 

5320-003-7070 6 L V V V V V V EN 997:2012/AC:2012 

5320-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5320-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5320-095-0075 6 L V V V V V V EN 997:2012/AC:2012 

5320-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5320-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

5320-603-0075 6 L V V V V V V EN 997:2012/AC:2012 

5321-003-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-0088 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7070 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7090 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7095 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7200 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7201 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7700 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7701 4 L V V NPD V V V EN 997:2012/AC:2012 
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5321-003-7702 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7703 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7704 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7705 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7706 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-003-7707 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-095-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-095-7200 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-403-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-403-7070 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-403-7200 4 L V V NPD V V V EN 997:2012/AC:2012 

5321-603-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-0173 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-1664 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-7022 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-7090 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-7092 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-7117 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-003-7157 6 L V V NPD V V V EN 997:2012/AC:2012 
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5323-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5323-603-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-0092 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-0096 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-0610 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-0960 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-1250 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-6060 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-6092 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7168 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7200 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7201 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7202 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7203 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7204 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7205 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7206 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7700 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7701 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-003-7702 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-095-0092 4/6 L V V NPD V V V EN 997:2012/AC:2012 
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5332-095-0096 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-095-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-095-1250 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-095-7200 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-403-0092 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-403-0096 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-403-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-603-0096 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-603-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5332-703-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5335-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5347-003-0096 4 L V V NPD V V V EN 997:2012/AC:2012 

5347-003-0410 4 L V V NPD V V V EN 997:2012/AC:2012 

5347-003-0960 4 L V V NPD V V V EN 997:2012/AC:2012 

5347-003-1250 4 L V V NPD V V V EN 997:2012/AC:2012 

5347-003-7700 4 L V V NPD V V V EN 997:2012/AC:2012 

5347-003-7701 4 L V V NPD V V V EN 997:2012/AC:2012 

5347-003-7702 4 L V V NPD V V V EN 997:2012/AC:2012 

5348-003-0079 4 L V V NPD V V V EN 997:2012/AC:2012 

5348-003-0088 4 L V V NPD V V V EN 997:2012/AC:2012 

5348-003-7700 4 L V V NPD V V V EN 997:2012/AC:2012 

5348-003-7701 4 L V V NPD V V V EN 997:2012/AC:2012 

5348-003-7702 4 L V V NPD V V V EN 997:2012/AC:2012 
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5349-003-0410 6 L V V NPD V V V EN 997:2012/AC:2012 

5349-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5349-003-0960 6 L V V NPD V V V EN 997:2012/AC:2012 

5349-003-1250 6 L V V NPD V V V EN 997:2012/AC:2012 

5349-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5349-003-7203 6 L V V NPD V V V EN 997:2012/AC:2012 

5349-403-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5353-003-0075 4 L V V V V V V EN 997:2012/AC:2012 

5353-003-0850 4 L V V V V V V EN 997:2012/AC:2012 

5354-003-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-003-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-003-0079 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-003-0088 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-003-0090 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-003-0143 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-003-6183 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-003-7090 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-003-7092 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-003-7200 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-095-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-095-0088 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-403-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-603-0075 4 L V V NPD V V V EN 997:2012/AC:2012 
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5369-603-0088 4 L V V NPD V V V EN 997:2012/AC:2012 

5369-703-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

5384-003-0075 4 L V V V V V V EN 997:2012/AC:2012 

5384-003-0850 4 L V V V V V V EN 997:2012/AC:2012 

5384-003-6050 4 L V V V V V V EN 997:2012/AC:2012 

5384-003-7060 4 L V V V V V V EN 997:2012/AC:2012 

5384-003-7155 4 L V V V V V V EN 997:2012/AC:2012 

5384-003-7200 4 L V V V V V V EN 997:2012/AC:2012 

5384-003-7201 4 L V V V V V V EN 997:2012/AC:2012 

5384-003-7204 4 L V V V V V V EN 997:2012/AC:2012 

5385-003-0075 4 L V V NPD V V V EN 997:2012/AC:2012 

5388-003-0092 4 L V V NPD V V V EN 997:2012/AC:2012 

5388-003-0093 4 L V V NPD V V V EN 997:2012/AC:2012 

5388-003-7790 4 L V V NPD V V V EN 997:2012/AC:2012 

5389-003-0313 4 L V V NPD V V V EN 997:2012/AC:2012 

5411-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5411-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-7060 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 
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5421-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-095-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-495-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-495-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-603-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-603-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-703-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5421-703-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5424-003-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-003-0079 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-003-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-003-7060 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-003-7090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-003-7200 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-003-7700 4/6 L V V NPD V V V EN 997:2012/AC:2012 
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5424-003-7701 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-003-7702 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-003-7703 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-003-7704 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-095-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-095-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-403-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-495-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-603-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5424-703-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5426-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5426-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5426-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5426-003-0089 6 L V V NPD V V V EN 997:2012/AC:2012 

5426-003-0100 6 L V V NPD V V V EN 997:2012/AC:2012 

5426-003-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

5426-003-1305 6 L V V NPD V V V EN 997:2012/AC:2012 

5426-003-7117 6 L V V NPD V V V EN 997:2012/AC:2012 

5426-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-0092 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-0096 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-0610 4/6 L V V NPD V V V EN 997:2012/AC:2012 
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5427-003-1099 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-1250 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-1269 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-1291 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-6092 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-7200 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-7203 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-7204 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-7700 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-7702 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-7703 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-003-7704 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-095-0092 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-095-0096 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-095-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-095-0610 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-403-0096 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-403-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-495-0096 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-495-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-603-0096 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-603-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5427-703-0096 4/6 L V V NPD V V V EN 997:2012/AC:2012 
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5427-703-0585 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5430-003-0133 6 L V V NPD V V V EN 997:2012/AC:2012 

5430-009-0133 6 L V V NPD V V V EN 997:2012/AC:2012 

5430-009-1393 6 L V V NPD V V V EN 997:2012/AC:2012 

5431-009-1393 6 L V V V V V V EN 997:2012/AC:2012 

5447-009-0523 6 L V V NPD V V V EN 997:2012/AC:2012 

5448-009-0523 6 L V V NPD V V V EN 997:2012/AC:2012 

5449-009-0523 6 L V V NPD V V V EN 997:2012/AC:2012 

5450-009-0523 6 L V V V V V V EN 997:2012/AC:2012 

5454-009-0523 6 L V V NPD V V V EN 997:2012/AC:2012 

5454-009-1256 6 L V V NPD V V V EN 997:2012/AC:2012 

5459-009-0523 6 L V V NPD V V V EN 997:2012/AC:2012 

5469-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5505-003-0075 4 L V V V V V V EN 997:2012/AC:2012 

5505-003-0101 4 L V V V V V V EN 997:2012/AC:2012 

5505-003-0850 4 L V V V V V V EN 997:2012/AC:2012 

5505-003-0868 4 L V V V V V V EN 997:2012/AC:2012 

5505-003-1138 4 L V V V V V V EN 997:2012/AC:2012 

5505-003-1696 4 L V V V V V V EN 997:2012/AC:2012 

5505-003-1727 4 L V V V V V V EN 997:2012/AC:2012 

5505-003-1737 4 L V V V V V V EN 997:2012/AC:2012 

5505-003-6055 4 L V V V V V V EN 997:2012/AC:2012 

5505-003-6091 4 L V V V V V V EN 997:2012/AC:2012 
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5505-003-6191 4 L V V V V V V EN 997:2012/AC:2012 

5505-095-0075 4 L V V V V V V EN 997:2012/AC:2012 

5505-095-0101 4 L V V V V V V EN 997:2012/AC:2012 

5505-095-0850 4 L V V V V V V EN 997:2012/AC:2012 

5505-095-0868 4 L V V V V V V EN 997:2012/AC:2012 

5505-403-0101 4 L V V V V V V EN 997:2012/AC:2012 

5505-403-0850 4 L V V V V V V EN 997:2012/AC:2012 

5505-495-0101 4 L V V V V V V EN 997:2012/AC:2012 

5505-495-0850 4 L V V V V V V EN 997:2012/AC:2012 

5505-603-0075 4 L V V V V V V EN 997:2012/AC:2012 

5505-603-0101 4 L V V V V V V EN 997:2012/AC:2012 

5505-603-0850 4 L V V V V V V EN 997:2012/AC:2012 

5505-603-0868 4 L V V V V V V EN 997:2012/AC:2012 

5505-703-0101 4 L V V V V V V EN 997:2012/AC:2012 

5506-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5506-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

5506-003-0868 6 L V V V V V V EN 997:2012/AC:2012 

5506-003-1138 6 L V V V V V V EN 997:2012/AC:2012 

5506-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5506-095-0101 6 L V V V V V V EN 997:2012/AC:2012 

5506-095-0868 6 L V V V V V V EN 997:2012/AC:2012 

5506-403-0101 6 L V V V V V V EN 997:2012/AC:2012 

5506-403-0868 6 L V V V V V V EN 997:2012/AC:2012 
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5506-495-0101 6 L V V V V V V EN 997:2012/AC:2012 

5506-603-0101 6 L V V V V V V EN 997:2012/AC:2012 

5506-603-0868 6 L V V V V V V EN 997:2012/AC:2012 

5506-703-0101 6 L V V V V V V EN 997:2012/AC:2012 

5507-003-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-0686 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-0868 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-1138 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-1160 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-1497 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-1603 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-1696 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-1727 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-6053 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-6055 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-6066 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-6072 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-6118 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-6185 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-6186 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7084 4/6 L V V V V V V EN 997:2012/AC:2012 
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5507-003-7084 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7095 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7096 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7100 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7168 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7200 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7202 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7203 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7204 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7205 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7206 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7207 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7700 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-003-7790 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-083-7204 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-095-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-095-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-095-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-095-0868 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-095-7095 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-403-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-403-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-403-0868 4/6 L V V V V V V EN 997:2012/AC:2012 
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5507-495-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-495-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-603-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-603-0868 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-703-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5507-703-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5510-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-003-1664 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-095-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-095-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-403-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-495-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-495-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-603-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-603-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-603-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-703-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5510-703-0088 6 L V V NPD V V V EN 997:2012/AC:2012 
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5510-703-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-1664 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-7097 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-095-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-095-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-095-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-403-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-495-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-495-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-495-7200 6 L V V NPD V V V EN 997:2012/AC:2012 
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5511-603-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-603-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-603-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-703-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-703-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5511-703-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-0960 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-1099 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-1250 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-1269 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7168 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7203 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7204 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7205 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7206 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 
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5512-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7706 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7707 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-003-7708 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-095-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-095-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-095-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-095-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-403-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-403-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-403-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-403-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-495-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-495-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-495-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-495-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-603-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-603-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-603-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-703-0092 6 L V V NPD V V V EN 997:2012/AC:2012 
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5512-703-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-703-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5512-703-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-1606 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-7097 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-7202 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-095-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-495-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-603-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-603-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5513-703-0075 6 L V V NPD V V V EN 997:2012/AC:2012 
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5516-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5516-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5516-003-1135 6 L V V NPD V V V EN 997:2012/AC:2012 

5517-003-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5517-003-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5517-003-1135 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5517-003-7095 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5518-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5518-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-0143 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-1664 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-1786 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-7090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-7092 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-7097 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-7200 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-7202 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-003-7790 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-095-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-095-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 
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5520-095-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-095-7200 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-403-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-403-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-403-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-403-7200 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-495-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-495-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-495-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-495-7200 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-603-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-603-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-603-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-603-7200 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-703-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-703-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-703-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5520-703-7200 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5550-403-1188  
V V NPD V V V EN 997:2012/AC:2012 

5553-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5553-403-1185 6 L V V V V V V EN 997:2012/AC:2012 

5554-403-1185 6 L V V V V V V EN 997:2012/AC:2012 

5554-403-1322 6 L V V V V V V EN 997:2012/AC:2012 
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5554-403-7089 6 L V V V V V V EN 997:2012/AC:2012 

5575-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5575-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5575-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5575-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5575-003-7145 6 L V V NPD V V V EN 997:2012/AC:2012 

5575-003-7168 6 L V V NPD V V V EN 997:2012/AC:2012 

5575-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5618-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-0686 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-1273 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-1745 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-1761 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-6037 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-6039 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-6136 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-6239 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-6240 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-7070 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-7090 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5618-003-7202 6 L V V V V V V EN 997:2012/AC:2012 
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5618-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

5618-083-0850 6 L V V V V V V EN 997:2012/AC:2012 

5618-095-0075 6 L V V V V V V EN 997:2012/AC:2012 

5618-095-0850 6 L V V V V V V EN 997:2012/AC:2012 

5618-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5618-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

5648-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5648-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5648-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

5648-003-0559 6 L V V V V V V EN 997:2012/AC:2012 

5648-050-0101 6 L V V V V V V EN 997:2012/AC:2012 

5648-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5648-403-1035 6 L V V V V V V EN 997:2012/AC:2012 

5648-403-1125 6 L V V V V V V EN 997:2012/AC:2012 

5648-403-1612 6 L V V V V V V EN 997:2012/AC:2012 

5648-403-1628 6 L V V V V V V EN 997:2012/AC:2012 

5671-003-0075 4 L V V V V V V EN 997:2012/AC:2012 

5671-003-0090 4 L V V V V V V EN 997:2012/AC:2012 

5671-003-0101 4 L V V V V V V EN 997:2012/AC:2012 

5671-003-0559 4 L V V V V V V EN 997:2012/AC:2012 

5671-003-1322 4 L V V V V V V EN 997:2012/AC:2012 

5671-003-7090 4 L V V V V V V EN 997:2012/AC:2012 

5671-403-0075 4 L V V V V V V EN 997:2012/AC:2012 
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5671-403-0090 4 L V V V V V V EN 997:2012/AC:2012 

5671-403-0559 4 L V V V V V V EN 997:2012/AC:2012 

5671-603-0075 4 L V V V V V V EN 997:2012/AC:2012 

5672-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5672-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5672-403-1085 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6103 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6104 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6193 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6194 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6195 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6196 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6208 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6209 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6211 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6212 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6218 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6219 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6220 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-6221 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-7201 6 L V V V V V V EN 997:2012/AC:2012 
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5674-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-7205 6 L V V V V V V EN 997:2012/AC:2012 

5674-003-7208 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-6103 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-6104 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-6123 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-6124 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-6193 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-6194 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-6195 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-6196 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-7200 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-7201 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-7203 6 L V V V V V V EN 997:2012/AC:2012 

5674-403-7204 6 L V V V V V V EN 997:2012/AC:2012 

5676-001-0075 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-0075 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-0090 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-0101 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-0559 4 L V V V V V V EN 997:2012/AC:2012 
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5676-003-1084 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1085 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1086 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1087 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1492 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1584 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1587 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1684 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1685 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1686 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1687 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-1692 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-6112 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-6113 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7090 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7091 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7094 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7095 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7168 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7201 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7202 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7203 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7204 4 L V V V V V V EN 997:2012/AC:2012 
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5676-003-7205 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7206 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7207 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7211 4 L V V V V V V EN 997:2012/AC:2012 

5676-003-7212 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-0075 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-0090 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-0559 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-1084 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-1085 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-1086 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-1087 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-1584 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-1587 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-1684 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-1686 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-1687 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-6113 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-6592 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-7202 4 L V V V V V V EN 997:2012/AC:2012 

5676-403-7211 4 L V V V V V V EN 997:2012/AC:2012 

5677-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5677-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 
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5677-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5677-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5677-003-7204 6 L V V NPD V V V EN 997:2012/AC:2012 

5677-403-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5677-403-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5677-403-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5677-403-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5678-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5678-003-0079 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5678-003-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5678-003-7090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5678-403-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5693-003-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-003-0090 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-003-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-003-0282 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-003-0559 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-003-7201 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-003-7700 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-401-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-401-0559 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-401-7155 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-403-0075 4/6 L V V V V V V EN 997:2012/AC:2012 
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5693-403-0090 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-403-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-403-0559 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-403-7155 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-420-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-420-0559 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-420-7155 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-450-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-450-0559 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-450-7155 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-483-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-483-0559 4/6 L V V V V V V EN 997:2012/AC:2012 

5693-483-7155 4/6 L V V V V V V EN 997:2012/AC:2012 

5740-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5740-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5741-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5741-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5742-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5742-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5742-003-6083 6 L V V V V V V EN 997:2012/AC:2012 

5742-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5742-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5743-003-0075 6 L V V V V V V EN 997:2012/AC:2012 
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5743-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5743-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

5744-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5745-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-003-1499 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-083-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-095-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5745-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 
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5746-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-403-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-403-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-403-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-403-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-603-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5746-703-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5754-003-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-003-0090 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-003-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-003-0559 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-003-1135 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-003-1138 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-003-6162 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-003-6225 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-003-7200 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-003-7700 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-003-7701 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-403-1135 4/6 L V V V V V V EN 997:2012/AC:2012 

5754-403-1138 4/6 L V V V V V V EN 997:2012/AC:2012 

5755-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5755-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

5780-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 



Refer to: V-DOP-997 

Rev. Date: 19.04.2022 

 

CE WC Pan Declaration of Performance 
 

 

 

5780-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-0255 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-0483 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-1510 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-1610 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7168 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7202 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7203 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7204 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-003-7706 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-403-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-403-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5780-403-0610 6 L V V NPD V V V EN 997:2012/AC:2012 
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5781-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7203 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7706 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7707 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7708 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7709 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-003-7710 6 L V V NPD V V V EN 997:2012/AC:2012 

5781-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5782-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5782-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5785-003-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-1305 4/6 L V V V V V V EN 997:2012/AC:2012 
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5785-003-1374 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-6076 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-6077 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-6095 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-6129 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-6187 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-7155 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-7200 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-7201 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-7202 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-7203 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-003-7700 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-403-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5785-403-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5788-003-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-003-0079 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-003-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-003-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-003-0143 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-003-1374 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-003-1708 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-003-7090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-003-7092 4/6 L V V NPD V V V EN 997:2012/AC:2012 
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5788-003-7201 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-403-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-403-0088 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5788-403-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5789-003-0075  
V V NPD V V V EN 997:2012/AC:2012 

5789-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5789-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5789-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5789-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5789-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5789-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5789-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5789-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5794-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5794-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5794-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5795-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-1374 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-6076 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-6077 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-6086 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-6095 6 L V V V V V V EN 997:2012/AC:2012 
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5795-003-6096 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-6152 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-6230 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-6269 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-7168 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

5795-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

5795-095-0075 6 L V V V V V V EN 997:2012/AC:2012 

5795-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5802-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5802-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5802-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

5802-003-0559 6 L V V V V V V EN 997:2012/AC:2012 

5802-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

5802-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5802-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

5802-403-0559 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-0075 6 L V V V V V V EN 997:2012/AC:2012 
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5810-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-0979 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-1035 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-1125 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-1273 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-1374 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-1563 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-1647 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-6078 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-6234 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5810-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

5810-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5810-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

5810-403-1035 6 L V V V V V V EN 997:2012/AC:2012 

5810-403-1125 6 L V V V V V V EN 997:2012/AC:2012 

5810-403-1130 6 L V V V V V V EN 997:2012/AC:2012 

5810-403-1135 6 L V V V V V V EN 997:2012/AC:2012 

5810-403-7201 6 L V V V V V V EN 997:2012/AC:2012 
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5810-403-7204 6 L V V V V V V EN 997:2012/AC:2012 

5810-603-0075 6 L V V V V V V EN 997:2012/AC:2012 

5810-603-0850 6 L V V V V V V EN 997:2012/AC:2012 

5810-603-0979 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-1035 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-1125 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-1374 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-1563 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5811-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

5811-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5811-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

5811-403-1035 6 L V V V V V V EN 997:2012/AC:2012 

5811-403-1125 6 L V V V V V V EN 997:2012/AC:2012 

5811-403-1130 6 L V V V V V V EN 997:2012/AC:2012 

5811-403-1135 6 L V V V V V V EN 997:2012/AC:2012 

5811-403-7201 6 L V V V V V V EN 997:2012/AC:2012 

5811-403-7204 6 L V V V V V V EN 997:2012/AC:2012 
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5811-603-0075 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-1035 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-1125 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-1374 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-1563 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-1647 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5812-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

5812-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5812-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

5812-403-1035 6 L V V V V V V EN 997:2012/AC:2012 

5812-403-1125 6 L V V V V V V EN 997:2012/AC:2012 

5812-403-1130 6 L V V V V V V EN 997:2012/AC:2012 

5812-403-1135 6 L V V V V V V EN 997:2012/AC:2012 

5812-403-7201 6 L V V V V V V EN 997:2012/AC:2012 

5812-403-7204 6 L V V V V V V EN 997:2012/AC:2012 

5812-603-0075 6 L V V V V V V EN 997:2012/AC:2012 

5813-003-0075 4/6 L V V V V V V EN 997:2012/AC:2012 
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5813-003-0079 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-0979 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1035 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1125 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1130 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1135 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1273 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1278 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1374 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1499 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1563 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1606 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-1647 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-6003 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-6078 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-7095 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-7200 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-7201 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-003-7204 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-403-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-403-0850 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-403-1035 4/6 L V V V V V V EN 997:2012/AC:2012 
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5813-403-1125 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-403-1130 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-403-1135 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-403-7201 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-403-7204 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-603-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-603-0979 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-603-6078 4/6 L V V V V V V EN 997:2012/AC:2012 

5813-603-7200 4/6 L V V V V V V EN 997:2012/AC:2012 

5814-003-0087 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-0593 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-1286 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-1375 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-1376 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-1377 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-1390 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-1391 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-1564 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-1705 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-7095 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-7096 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-7132 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-003-7202 4/6 L V V NPD V V V EN 997:2012/AC:2012 



Refer to: V-DOP-997 

Rev. Date: 19.04.2022 

 

CE WC Pan Declaration of Performance 
 

 

 

5814-003-7205 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-403-0087 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-403-0593 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-403-1376 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-403-1377 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-403-1390 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-403-1391 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-403-7202 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-403-7205 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5814-603-0087 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-0169 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-0593 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-1286 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-1376 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-1377 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-1390 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-1391 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-1564 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-1705 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-7202 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-003-7205 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-403-0087 6 L V V NPD V V V EN 997:2012/AC:2012 
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5815-403-0593 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-403-1376 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-403-1377 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-403-1390 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-403-1391 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-403-7202 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-403-7205 6 L V V NPD V V V EN 997:2012/AC:2012 

5815-603-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5816-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5816-003-0593 6 L V V NPD V V V EN 997:2012/AC:2012 

5816-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5816-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5816-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5816-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5817-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5817-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5817-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5817-403-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5817-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5817-403-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5817-603-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5817-603-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5818-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 
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5818-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5818-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5818-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5818-003-0960 6 L V V NPD V V V EN 997:2012/AC:2012 

5819-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5819-003-0593 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-003-7138 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-003-7706 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-095-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-095-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-099-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-099-0081 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-099-0100 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-099-7707 6 L V V NPD V V V EN 997:2012/AC:2012 

5820-099-7708 6 L V V NPD V V V EN 997:2012/AC:2012 
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5821-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5821-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5821-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5822-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5822-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5822-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5822-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5822-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5822-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5822-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5822-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5823-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5823-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

5823-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5823-099-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

5823-099-0081 6 L V V NPD V V V EN 997:2012/AC:2012 

5823-099-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5824-099-7700 6 L V V V V V V EN 997:2012/AC:2012 

5830-003-0143 6 L V V NPD V V V EN 997:2012/AC:2012 

5830-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

5831-003-0143 6 L V V NPD V V V EN 997:2012/AC:2012 

5831-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

5837-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 
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5837-003-0169 6 L V V NPD V V V EN 997:2012/AC:2012 

5837-003-1503 6 L V V NPD V V V EN 997:2012/AC:2012 

5871-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5871-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5871-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

5871-003-6116 6 L V V V V V V EN 997:2012/AC:2012 

5871-003-6117 6 L V V V V V V EN 997:2012/AC:2012 

5871-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5871-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5871-403-1130 6 L V V V V V V EN 997:2012/AC:2012 

5872-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5872-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5872-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

5872-403-1130 6 L V V V V V V EN 997:2012/AC:2012 

5873-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5873-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

5873-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

5873-403-1130 6 L V V V V V V EN 997:2012/AC:2012 

5874-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

5874-403-1130 6 L V V V V V V EN 997:2012/AC:2012 

5884-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5884-401-0075 6 L V V V V V V EN 997:2012/AC:2012 

5884-401-0090 6 L V V V V V V EN 997:2012/AC:2012 



Refer to: V-DOP-997 

Rev. Date: 19.04.2022 

 

CE WC Pan Declaration of Performance 
 

 

 

5884-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5884-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

5884-420-0075 6 L V V V V V V EN 997:2012/AC:2012 

5884-420-0090 6 L V V V V V V EN 997:2012/AC:2012 

5884-483-0075 6 L V V V V V V EN 997:2012/AC:2012 

5884-483-0090 6 L V V V V V V EN 997:2012/AC:2012 

5885-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5885-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5885-401-0075 6 L V V V V V V EN 997:2012/AC:2012 

5885-401-0090 6 L V V V V V V EN 997:2012/AC:2012 

5885-401-0101 6 L V V V V V V EN 997:2012/AC:2012 

5885-401-0559 6 L V V V V V V EN 997:2012/AC:2012 

5885-401-7155 6 L V V V V V V EN 997:2012/AC:2012 

5885-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5885-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

5885-403-0101 6 L V V V V V V EN 997:2012/AC:2012 

5885-403-0559 6 L V V V V V V EN 997:2012/AC:2012 

5885-403-7155 6 L V V V V V V EN 997:2012/AC:2012 

5885-420-0075 6 L V V V V V V EN 997:2012/AC:2012 

5885-420-0090 6 L V V V V V V EN 997:2012/AC:2012 

5885-420-0101 6 L V V V V V V EN 997:2012/AC:2012 

5885-420-0559 6 L V V V V V V EN 997:2012/AC:2012 

5885-420-7155 6 L V V V V V V EN 997:2012/AC:2012 
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5885-470-0075 6 L V V V V V V EN 997:2012/AC:2012 

5885-470-0101 6 L V V V V V V EN 997:2012/AC:2012 

5885-483-0075 6 L V V V V V V EN 997:2012/AC:2012 

5885-483-0090 6 L V V V V V V EN 997:2012/AC:2012 

5885-483-0101 6 L V V V V V V EN 997:2012/AC:2012 

5885-483-0559 6 L V V V V V V EN 997:2012/AC:2012 

5885-483-1578 6 L V V V V V V EN 997:2012/AC:2012 

5885-483-1678 6 L V V V V V V EN 997:2012/AC:2012 

5885-483-7155 6 L V V V V V V EN 997:2012/AC:2012 

5885-703-0090 6 L V V V V V V EN 997:2012/AC:2012 

5885-703-0559 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-1086 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-1478 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-6098 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-6099 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-6111 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-7168 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-7202 6 L V V V V V V EN 997:2012/AC:2012 
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5910-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-7213 6 L V V V V V V EN 997:2012/AC:2012 

5910-003-7213 6 L V V V V V V EN 997:2012/AC:2012 

5910-050-0850 6 L V V V V V V EN 997:2012/AC:2012 

5910-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5910-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

5910-403-1086 6 L V V V V V V EN 997:2012/AC:2012 

5910-403-1478 6 L V V V V V V EN 997:2012/AC:2012 

5910-703-1086 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-1086 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-1273 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-1478 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-6098 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-6099 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-6100 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-6110 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-6111 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-6148 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-6149 6 L V V V V V V EN 997:2012/AC:2012 
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5911-003-6178 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-7096 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-7205 6 L V V V V V V EN 997:2012/AC:2012 

5911-003-7206 6 L V V V V V V EN 997:2012/AC:2012 

5911-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5911-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

5911-403-1086 6 L V V V V V V EN 997:2012/AC:2012 

5911-403-1478 6 L V V V V V V EN 997:2012/AC:2012 

5911-603-1478 6 L V V V V V V EN 997:2012/AC:2012 

5911-703-1086 6 L V V V V V V EN 997:2012/AC:2012 

5911-703-1478 6 L V V V V V V EN 997:2012/AC:2012 

5912-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5912-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5912-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5912-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5912-003-7152 6 L V V NPD V V V EN 997:2012/AC:2012 
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5912-003-7168 6 L V V NPD V V V EN 997:2012/AC:2012 

5912-403-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5912-403-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5912-403-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5912-403-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-003-7152 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-003-7204 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-403-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-403-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-403-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5913-403-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5914-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5914-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5914-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5914-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5914-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5914-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5914-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 
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5914-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5914-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-003-7202 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5915-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5923-009-1256 6 L V V NPD V V V EN 997:2012/AC:2012 

5926-009-0523 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5928-009-1632 4/6 L V V V V V V EN 997:2012/AC:2012 

5930-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5930-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5930-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5930-003-1512 6 L V V NPD V V V EN 997:2012/AC:2012 

5930-003-1513 6 L V V NPD V V V EN 997:2012/AC:2012 

5930-003-1540 6 L V V NPD V V V EN 997:2012/AC:2012 

5930-003-1575 6 L V V NPD V V V EN 997:2012/AC:2012 
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5930-003-7154 6 L V V NPD V V V EN 997:2012/AC:2012 

5930-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5930-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5931-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5934-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5955-003-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-0090 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-0559 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-1285 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-1605 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-6039 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-6136 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-6158 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-6159 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-6177 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-7155 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-7168 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-7200 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-7201 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-7202 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-003-7203 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-095-6039 4/6 L V V V V V V EN 997:2012/AC:2012 
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5955-095-6122 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-095-6136 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-095-6158 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-095-6159 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-095-7200 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-095-7201 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-095-7202 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-095-7203 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-403-0075 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-403-0090 4/6 L V V V V V V EN 997:2012/AC:2012 

5955-403-0101 4/6 L V V V V V V EN 997:2012/AC:2012 

5956-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-0559 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-1138 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-1684 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-1770 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6039 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6122 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6143 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6145 6 L V V V V V V EN 997:2012/AC:2012 
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5956-003-6146 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6158 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6159 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6162 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6163 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6167 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6177 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6184 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6258 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-6268 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7158 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7205 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7206 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7208 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7211 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7213 6 L V V V V V V EN 997:2012/AC:2012 

5956-003-7700 6 L V V V V V V EN 997:2012/AC:2012 
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5956-095-6146 6 L V V V V V V EN 997:2012/AC:2012 

5956-095-6160 6 L V V V V V V EN 997:2012/AC:2012 

5956-095-6163 6 L V V V V V V EN 997:2012/AC:2012 

5956-095-7202 6 L V V V V V V EN 997:2012/AC:2012 

5956-095-7203 6 L V V V V V V EN 997:2012/AC:2012 

5956-095-7205 6 L V V V V V V EN 997:2012/AC:2012 

5956-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

5956-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

5956-403-0101 6 L V V V V V V EN 997:2012/AC:2012 

5956-403-0559 6 L V V V V V V EN 997:2012/AC:2012 

5956-403-1138 6 L V V V V V V EN 997:2012/AC:2012 

5956-603-0090 6 L V V V V V V EN 997:2012/AC:2012 

5959-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

5959-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

5959-003-1374 6 L V V V V V V EN 997:2012/AC:2012 

5959-003-1743 6 L V V V V V V EN 997:2012/AC:2012 

5959-003-7168 6 L V V V V V V EN 997:2012/AC:2012 

5959-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

5960-009-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5961-009-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5961-009-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5962-009-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5962-009-7701 6 L V V NPD V V V EN 997:2012/AC:2012 
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5981-009-0523 6 L V V NPD V V V EN 997:2012/AC:2012 

5985-001-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5985-001-1786 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5985-001-7157 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5985-003-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5985-003-0079 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5985-003-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5985-003-1664 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5985-003-1786 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5985-003-7157 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5985-403-0075 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5985-403-0090 4/6 L V V NPD V V V EN 997:2012/AC:2012 

5987-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-003-7152 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-003-7168 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-003-7203 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-003-7204 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-403-0092 6 L V V NPD V V V EN 997:2012/AC:2012 
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5987-403-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

5987-403-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

5988-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

5988-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

5988-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

5988-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

5988-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

5988-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-003-6032 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-003-6033 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-032-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-032-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-032-6032 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-032-6033 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-603-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-603-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-703-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6047-703-0088 6 L V V NPD V V V EN 997:2012/AC:2012 
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6105-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-0091 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-0686 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-0979 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-1036 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-1125 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-1374 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-6001 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-7096 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-7139 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-7145 6 L V V V V V V EN 997:2012/AC:2012 

6105-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

6105-095-0075 6 L V V V V V V EN 997:2012/AC:2012 

6105-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

6105-403-7053 6 L V V V V V V EN 997:2012/AC:2012 

6105-495-0075 6 L V V V V V V EN 997:2012/AC:2012 

6105-603-0075 6 L V V V V V V EN 997:2012/AC:2012 

6105-703-0075 6 L V V V V V V EN 997:2012/AC:2012 

6106-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

6106-003-1036 6 L V V V V V V EN 997:2012/AC:2012 
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6107-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-0091 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-0686 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-0979 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-1035 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-1273 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-6054 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-6117 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-6150 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-6151 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7096 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7157 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7205 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7206 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7207 6 L V V V V V V EN 997:2012/AC:2012 
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6107-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7701 6 L V V V V V V EN 997:2012/AC:2012 

6107-003-7702 6 L V V V V V V EN 997:2012/AC:2012 

6107-009-1067 6 L V V V V V V EN 997:2012/AC:2012 

6107-090-1035 6 L V V V V V V EN 997:2012/AC:2012 

6107-095-0075 6 L V V V V V V EN 997:2012/AC:2012 

6107-095-0850 6 L V V V V V V EN 997:2012/AC:2012 

6107-095-7201 6 L V V V V V V EN 997:2012/AC:2012 

6107-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

6107-495-0075 6 L V V V V V V EN 997:2012/AC:2012 

6107-603-0075 6 L V V V V V V EN 997:2012/AC:2012 

6107-703-0075 6 L V V V V V V EN 997:2012/AC:2012 

6222-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

6222-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

6222-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

6224-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

6224-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

6224-003-0141 6 L V V NPD V V V EN 997:2012/AC:2012 

6224-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

6224-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

6224-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

6233-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6233-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 



Refer to: V-DOP-997 

Rev. Date: 19.04.2022 

 

CE WC Pan Declaration of Performance 
 

 

 

6233-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6233-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6236-003-0240 6 L V V NPD V V V EN 997:2012/AC:2012 

6239-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

6270-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

6270-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

6270-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

6275-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6275-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6285-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6285-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6285-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6441-003-0313 6 L V V NPD V V V EN 997:2012/AC:2012 

6441-003-0399 6 L V V NPD V V V EN 997:2012/AC:2012 

6441-003-0612 6 L V V NPD V V V EN 997:2012/AC:2012 

6441-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

6441-003-7096 6 L V V NPD V V V EN 997:2012/AC:2012 

6441-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

6441-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

6441-003-7706 6 L V V NPD V V V EN 997:2012/AC:2012 

6442-003-0313 6 L V V NPD V V V EN 997:2012/AC:2012 

6442-003-0399 6 L V V NPD V V V EN 997:2012/AC:2012 

6442-003-0612 6 L V V NPD V V V EN 997:2012/AC:2012 
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6442-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

6442-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

6442-403-0612 6 L V V NPD V V V EN 997:2012/AC:2012 

6468-003-0101 6 L V V NPD V V V EN 997:2012/AC:2012 

6468-003-0353 6 L V V NPD V V V EN 997:2012/AC:2012 

6468-003-0400 6 L V V NPD V V V EN 997:2012/AC:2012 

6468-003-0532 6 L V V NPD V V V EN 997:2012/AC:2012 

6468-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

6468-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

6539-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6539-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

6539-003-0588 6 L V V NPD V V V EN 997:2012/AC:2012 

6539-003-7011 6 L V V NPD V V V EN 997:2012/AC:2012 

6539-003-7117 6 L V V NPD V V V EN 997:2012/AC:2012 

6539-003-7790 6 L V V NPD V V V EN 997:2012/AC:2012 

6540-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

6540-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

6540-003-0874 6 L V V V V V V EN 997:2012/AC:2012 

6540-095-0075 6 L V V V V V V EN 997:2012/AC:2012 

6540-703-0850 6 L V V V V V V EN 997:2012/AC:2012 

6553-003-0101 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-003-0212 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-003-0548 6 L V V NPD V V V EN 997:2012/AC:2012 
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6553-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-003-7096 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-003-7103 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-003-7138 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-003-7139 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-095-0101 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-095-0548 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-095-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-095-7103 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-403-0101 6 L V V NPD V V V EN 997:2012/AC:2012 

6553-603-0101 6 L V V NPD V V V EN 997:2012/AC:2012 

6571-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6575-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6575-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

6611-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6611-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6611-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

6611-003-7706 6 L V V NPD V V V EN 997:2012/AC:2012 

6611-003-7707 6 L V V NPD V V V EN 997:2012/AC:2012 

6611-003-7708 6 L V V NPD V V V EN 997:2012/AC:2012 

6611-003-7709 6 L V V NPD V V V EN 997:2012/AC:2012 

6611-003-7710 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 
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6623-003-0838 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-0839 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-1371 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-1642 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7084 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7095 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7096 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7103 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7148 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7168 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7703 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7704 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7705 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7706 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7707 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7708 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7709 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-003-7790 6 L V V NPD V V V EN 997:2012/AC:2012 
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6623-095-0838 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-099-1652 6 L V V NPD V V V EN 997:2012/AC:2012 

6623-099-7710 6 L V V NPD V V V EN 997:2012/AC:2012 

6855-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-0282 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-0353 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-0400 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-0868 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-0980 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1026 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1050 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1066 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1223 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1273 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1496 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1506 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1519 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1537 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1580 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1653 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1695 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1731 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-1737 6 L V V V V V V EN 997:2012/AC:2012 
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6855-003-1802 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6002 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6006 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6064 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6079 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6084 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6093 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6101 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6107 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6114 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6139 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6169 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-6214 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7060 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7096 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7103 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7132 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7133 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7134 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7138 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7201 6 L V V V V V V EN 997:2012/AC:2012 
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6855-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7205 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7206 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7207 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7208 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7209 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7701 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7702 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7703 6 L V V V V V V EN 997:2012/AC:2012 

6855-003-7704 6 L V V V V V V EN 997:2012/AC:2012 

6855-009-1064 6 L V V V V V V EN 997:2012/AC:2012 

6855-009-1160 6 L V V V V V V EN 997:2012/AC:2012 

6855-061-0101 6 L V V V V V V EN 997:2012/AC:2012 

6855-090-0101 6 L V V V V V V EN 997:2012/AC:2012 

6855-090-1026 6 L V V V V V V EN 997:2012/AC:2012 

6855-095-0101 6 L V V V V V V EN 997:2012/AC:2012 

6855-095-0282 6 L V V V V V V EN 997:2012/AC:2012 

6855-095-0353 6 L V V V V V V EN 997:2012/AC:2012 

6855-095-0868 6 L V V V V V V EN 997:2012/AC:2012 

6855-095-1026 6 L V V V V V V EN 997:2012/AC:2012 
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6855-095-1066 6 L V V V V V V EN 997:2012/AC:2012 

6855-095-6139 6 L V V V V V V EN 997:2012/AC:2012 

6855-095-7103 6 L V V V V V V EN 997:2012/AC:2012 

6855-095-7138 6 L V V V V V V EN 997:2012/AC:2012 

6855-095-7200 6 L V V V V V V EN 997:2012/AC:2012 

6855-403-0101 6 L V V V V V V EN 997:2012/AC:2012 

6855-403-0282 6 L V V V V V V EN 997:2012/AC:2012 

6855-403-0353 6 L V V V V V V EN 997:2012/AC:2012 

6855-403-0400 6 L V V V V V V EN 997:2012/AC:2012 

6855-403-0868 6 L V V V V V V EN 997:2012/AC:2012 

6855-403-1026 6 L V V V V V V EN 997:2012/AC:2012 

6855-403-1050 6 L V V V V V V EN 997:2012/AC:2012 

6855-403-7054 6 L V V V V V V EN 997:2012/AC:2012 

6855-490-1026 6 L V V V V V V EN 997:2012/AC:2012 

6855-495-0868 6 L V V V V V V EN 997:2012/AC:2012 

6855-495-1026 6 L V V V V V V EN 997:2012/AC:2012 

6855-603-0101 6 L V V V V V V EN 997:2012/AC:2012 

6855-603-0868 6 L V V V V V V EN 997:2012/AC:2012 

6855-703-0868 6 L V V V V V V EN 997:2012/AC:2012 

6858-003-0101 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-0171 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-0212 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-0400 6 L V V NPD V V V EN 997:2012/AC:2012 
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6858-003-0888 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-0891 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-1028 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-1138 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-1497 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-1509 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-1517 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-1696 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-1731 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-1785 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-1796 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-7025 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-7107 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-7132 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-7157 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-061-0101 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-061-1028 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-090-0101 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-090-1028 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-095-0101 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-095-0888 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-095-0891 6 L V V NPD V V V EN 997:2012/AC:2012 
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6858-095-1028 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-0888 6 L V V NPD V V V EN 997:2012/AC:2012 

6858-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-0169 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-1135 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-1374 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-1518 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-1647 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-1798 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-7132 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-003-7157 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-090-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-090-0081 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-090-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-095-0169 6 L V V NPD V V V EN 997:2012/AC:2012 

6859-095-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-0086 6 L V V NPD V V V EN 997:2012/AC:2012 
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6860-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-0089 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-0169 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-0215 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-1135 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-1374 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-1518 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-1798 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-003-7132 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-090-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-090-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-095-0169 6 L V V NPD V V V EN 997:2012/AC:2012 

6860-095-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

6875-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6875-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

6875-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6875-003-1105 6 L V V NPD V V V EN 997:2012/AC:2012 

6875-003-7090 6 L V V NPD V V V EN 997:2012/AC:2012 

6875-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

6875-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 
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6875-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6875-603-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6875-003-7036 6 L V V NPD V V V EN 997:2012/AC:2012 

6877-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6877-009-0523 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-0169 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-0215 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-1135 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-1374 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-1518 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-1647 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-1798 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-003-7132 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-090-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-090-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-095-0169 6 L V V NPD V V V EN 997:2012/AC:2012 

6888-095-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

6889-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 
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6924-003-0313 6 L V V NPD V V V EN 997:2012/AC:2012 

6927-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6987-095-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6988-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

6995-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

6995-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

6995-003-6010 6 L V V V V V V EN 997:2012/AC:2012 

6995-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7040-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7040-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7040-003-1322 6 L V V V V V V EN 997:2012/AC:2012 

7040-003-6136 6 L V V V V V V EN 997:2012/AC:2012 

7040-003-6170 6 L V V V V V V EN 997:2012/AC:2012 

7040-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7040-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7040-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7040-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7041-001-0075 6 L V V V V V V EN 997:2012/AC:2012 

7041-001-6136 6 L V V V V V V EN 997:2012/AC:2012 

7041-001-6181 6 L V V V V V V EN 997:2012/AC:2012 

7041-001-7201 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-0090 6 L V V V V V V EN 997:2012/AC:2012 
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7041-003-1584 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-6136 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-6170 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-6181 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-6184 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-6189 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-6200 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-6231 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-6253 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-7205 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-7206 6 L V V V V V V EN 997:2012/AC:2012 

7041-003-7211 6 L V V V V V V EN 997:2012/AC:2012 

7041-020-0075 6 L V V V V V V EN 997:2012/AC:2012 

7041-020-0090 6 L V V V V V V EN 997:2012/AC:2012 

7041-020-6181 6 L V V V V V V EN 997:2012/AC:2012 

7041-020-7201 6 L V V V V V V EN 997:2012/AC:2012 

7041-083-0075 6 L V V V V V V EN 997:2012/AC:2012 
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7041-083-0090 6 L V V V V V V EN 997:2012/AC:2012 

7041-083-6181 6 L V V V V V V EN 997:2012/AC:2012 

7041-083-7201 6 L V V V V V V EN 997:2012/AC:2012 

7041-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7041-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7041-403-1584 6 L V V V V V V EN 997:2012/AC:2012 

7041-420-0075 6 L V V V V V V EN 997:2012/AC:2012 

7041-420-0090 6 L V V V V V V EN 997:2012/AC:2012 

7041-483-0075 6 L V V V V V V EN 997:2012/AC:2012 

7041-483-0090 6 L V V V V V V EN 997:2012/AC:2012 

7043-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

7043-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

7043-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

7043-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

7043-003-7204 6 L V V NPD V V V EN 997:2012/AC:2012 

7043-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

7043-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

7043-403-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

7043-403-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

7043-403-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

7043-403-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

7044-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7044-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 
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7044-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7044-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

7044-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

7044-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

7044-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7044-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7044-403-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

7059-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7059-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7059-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7059-403-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7060-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7060-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

7060-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7060-003-0688 6 L V V V V V V EN 997:2012/AC:2012 

7060-003-6189 6 L V V V V V V EN 997:2012/AC:2012 

7060-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7060-020-0075 6 L V V V V V V EN 997:2012/AC:2012 

7060-050-0075 6 L V V V V V V EN 997:2012/AC:2012 

7060-083-0075 6 L V V V V V V EN 997:2012/AC:2012 

7060-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7060-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7062-003-0075 6 L V V V V V V EN 997:2012/AC:2012 
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7062-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7062-003-6136 6 L V V V V V V EN 997:2012/AC:2012 

7062-003-6170 6 L V V V V V V EN 997:2012/AC:2012 

7062-003-6215 6 L V V V V V V EN 997:2012/AC:2012 

7062-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7062-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7062-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7062-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

7062-403-6170 6 L V V V V V V EN 997:2012/AC:2012 

7062-403-7200 6 L V V V V V V EN 997:2012/AC:2012 

7063-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7063-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7063-003-6136 6 L V V V V V V EN 997:2012/AC:2012 

7063-003-6170 6 L V V V V V V EN 997:2012/AC:2012 

7063-003-6215 6 L V V V V V V EN 997:2012/AC:2012 

7063-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7063-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7063-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7063-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

7064-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7064-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7064-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7064-403-0850 6 L V V V V V V EN 997:2012/AC:2012 
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7081-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7081-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7082-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7082-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7082-003-7209 6 L V V V V V V EN 997:2012/AC:2012 

7082-003-7211 6 L V V V V V V EN 997:2012/AC:2012 

7085-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7085-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7086-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

7086-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

7086-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

7086-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

7087-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7087-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7093-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

7093-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

7093-003-0399 6 L V V NPD V V V EN 997:2012/AC:2012 

7093-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

7093-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

7093-003-7204 6 L V V NPD V V V EN 997:2012/AC:2012 

7094-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7094-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

7094-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 
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7094-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

7094-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

7098-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7098-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7098-003-6237 6 L V V V V V V EN 997:2012/AC:2012 

7098-003-6238 6 L V V V V V V EN 997:2012/AC:2012 

7098-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7098-403-6592 6 L V V V V V V EN 997:2012/AC:2012 

7099-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7099-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

7099-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7105-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7112-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7112-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

7113-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7113-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

7114-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7114-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

7115-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7115-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

7116-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7117-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7118-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 
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7119-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7131-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7131-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7132-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

7132-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

7132-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

7132-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

7133-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7133-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7160-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7162-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7164-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7231-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7231-003-6216 6 L V V V V V V EN 997:2012/AC:2012 

7231-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7231-403-6216 6 L V V V V V V EN 997:2012/AC:2012 

7231-403-7200 6 L V V V V V V EN 997:2012/AC:2012 

7232-003-6217 6 L V V NPD V V V EN 997:2012/AC:2012 

7232-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7232-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

7232-403-6217 6 L V V NPD V V V EN 997:2012/AC:2012 

7232-403-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7232-403-7201 6 L V V NPD V V V EN 997:2012/AC:2012 
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7233-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7233-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7245-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7245-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7245-403-0559 6 L V V V V V V EN 997:2012/AC:2012 

7245-476-0075 6 L V V V V V V EN 997:2012/AC:2012 

7245-476-0090 6 L V V V V V V EN 997:2012/AC:2012 

7260-003-1732 6 L V V NPD V V V EN 997:2012/AC:2012 

7270-003-1412 6 L V V V V V V EN 997:2012/AC:2012 

7270-003-1428 6 L V V V V V V EN 997:2012/AC:2012 

7271-003-1412 6 L V V V V V V EN 997:2012/AC:2012 

7271-003-1428 6 L V V V V V V EN 997:2012/AC:2012 

7272-003-0089 6 L V V NPD V V V EN 997:2012/AC:2012 

7272-003-1412 6 L V V NPD V V V EN 997:2012/AC:2012 

7272-003-1428 6 L V V NPD V V V EN 997:2012/AC:2012 

7273-003-1412 6 L V V V V V V EN 997:2012/AC:2012 

7273-003-1428 6 L V V V V V V EN 997:2012/AC:2012 

7273-003-1429 6 L V V V V V V EN 997:2012/AC:2012 

7274-003-1412 6 L V V V V V V EN 997:2012/AC:2012 

7274-003-1428 6 L V V V V V V EN 997:2012/AC:2012 

7274-003-1429 6 L V V V V V V EN 997:2012/AC:2012 

7328-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7328-003-1757 6 L V V V V V V EN 997:2012/AC:2012 
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7360-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7360-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7361-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7361-003-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7362-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

7362-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

7362-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

7362-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

7450-009-1632 4/6 L V V V V V V EN 997:2012/AC:2012 

7484-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7484-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7485-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7485-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7488-003-0092 6 L V V NPD V V V EN 997:2012/AC:2012 

7488-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 

7488-003-0585 6 L V V NPD V V V EN 997:2012/AC:2012 

7488-003-0610 6 L V V NPD V V V EN 997:2012/AC:2012 

7489-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7489-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7491-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7491-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7507-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-0580 6 L V V V V V V EN 997:2012/AC:2012 
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7507-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-1629 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-1762 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-1786 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-6053 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-6066 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-6191 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-6210 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-6240 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7507-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7507-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

7508-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7508-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7508-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7508-003-1374 6 L V V V V V V EN 997:2012/AC:2012 

7508-003-1647 6 L V V V V V V EN 997:2012/AC:2012 

7508-003-6259 6 L V V V V V V EN 997:2012/AC:2012 

7510-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7511-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7514-003-0096 6 L V V NPD V V V EN 997:2012/AC:2012 
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7515-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7517-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7641-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7641-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

7641-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7641-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

7641-003-1647 6 L V V V V V V EN 997:2012/AC:2012 

7641-003-6079 6 L V V V V V V EN 997:2012/AC:2012 

7641-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7641-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7641-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

7642-003-1647 6 L V V V V V V EN 997:2012/AC:2012 

7643-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7643-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7643-003-1647 6 L V V NPD V V V EN 997:2012/AC:2012 

7644-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7644-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7644-003-1647 6 L V V V V V V EN 997:2012/AC:2012 

7645-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7645-003-1647 6 L V V NPD V V V EN 997:2012/AC:2012 

7649-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7649-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

7649-003-0850 6 L V V V V V V EN 997:2012/AC:2012 
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7649-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

7649-003-1647 6 L V V V V V V EN 997:2012/AC:2012 

7649-003-6078 6 L V V V V V V EN 997:2012/AC:2012 

7649-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7649-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7649-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

7650-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7650-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7650-003-1647 6 L V V V V V V EN 997:2012/AC:2012 

7670-001-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-001-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-003-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-003-1584 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-003-7211 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-020-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-020-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-070-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-070-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-083-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7670-083-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7672-001-0075 6 L V V V V V V EN 997:2012/AC:2012 

7672-001-0101 6 L V V V V V V EN 997:2012/AC:2012 
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7672-001-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1084 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1085 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1086 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1087 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1492 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1584 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1587 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1684 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1685 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1686 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1687 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1692 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-1698 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6074 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6075 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6112 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6161 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6166 6 L V V V V V V EN 997:2012/AC:2012 
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7672-003-6168 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6201 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6203 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6204 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6244 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6247 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-6251 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7071 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7072 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7073 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7079 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7084 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7085 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7094 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7096 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7207 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7208 6 L V V V V V V EN 997:2012/AC:2012 
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7672-003-7209 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7211 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7212 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7213 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7214 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7215 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7216 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7217 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7218 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7219 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7220 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7221 6 L V V V V V V EN 997:2012/AC:2012 

7672-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7672-020-0101 6 L V V V V V V EN 997:2012/AC:2012 

7672-020-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-050-0101 6 L V V V V V V EN 997:2012/AC:2012 

7672-050-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-070-0101 6 L V V V V V V EN 997:2012/AC:2012 

7672-070-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-070-1698 6 L V V V V V V EN 997:2012/AC:2012 

7672-083-0101 6 L V V V V V V EN 997:2012/AC:2012 

7672-083-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-083-1687 6 L V V V V V V EN 997:2012/AC:2012 
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7672-401-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1084 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1085 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1086 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1087 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1584 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1587 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1684 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1685 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1686 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1687 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-1698 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-6112 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-6161 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-6166 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-6592 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-7200 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-7203 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-7211 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-7212 6 L V V V V V V EN 997:2012/AC:2012 
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7672-403-7213 6 L V V V V V V EN 997:2012/AC:2012 

7672-403-7214 6 L V V V V V V EN 997:2012/AC:2012 

7672-420-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-420-1686 6 L V V V V V V EN 997:2012/AC:2012 

7672-420-1687 6 L V V V V V V EN 997:2012/AC:2012 

7672-450-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-450-1686 6 L V V V V V V EN 997:2012/AC:2012 

7672-450-1687 6 L V V V V V V EN 997:2012/AC:2012 

7672-470-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-483-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-483-1686 6 L V V V V V V EN 997:2012/AC:2012 

7672483-1687 6 L V V V V V V EN 997:2012/AC:2012 

7672-483-1687 6 L V V V V V V EN 997:2012/AC:2012 

7672-603-0559 6 L V V V V V V EN 997:2012/AC:2012 

7672-603-1085 6 L V V V V V V EN 997:2012/AC:2012 

7672-603-1587 6 L V V V V V V EN 997:2012/AC:2012 

7672-703-0075 6 L V V V V V V EN 997:2012/AC:2012 

7672-703-0090 6 L V V V V V V EN 997:2012/AC:2012 

7672-703-1084 6 L V V V V V V EN 997:2012/AC:2012 

7672-703-1085 6 L V V V V V V EN 997:2012/AC:2012 

7672-703-1087 6 L V V V V V V EN 997:2012/AC:2012 

7712-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7712-003-0850 6 L V V V V V V EN 997:2012/AC:2012 
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7712-003-1130 6 L V V V V V V EN 997:2012/AC:2012 

7712-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

7712-003-1647 6 L V V V V V V EN 997:2012/AC:2012 

7712-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7712-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

7712-403-1130 6 L V V V V V V EN 997:2012/AC:2012 

7712-403-1135 6 L V V V V V V EN 997:2012/AC:2012 

7714-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

7714-003-0593 6 L V V NPD V V V EN 997:2012/AC:2012 

7714-003-1286 6 L V V NPD V V V EN 997:2012/AC:2012 

7714-003-1376 6 L V V NPD V V V EN 997:2012/AC:2012 

7714-003-1705 6 L V V NPD V V V EN 997:2012/AC:2012 

7714-403-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

7714-403-0593 6 L V V NPD V V V EN 997:2012/AC:2012 

7714-403-1376 6 L V V NPD V V V EN 997:2012/AC:2012 

7740-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-0979 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-1762 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-1771 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-6039 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-6119 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-6122 6 L V V V V V V EN 997:2012/AC:2012 
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7740-003-6136 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-6188 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-7158 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

7740-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7740-083-0075 6 L V V V V V V EN 997:2012/AC:2012 

7740-095-0075 6 L V V V V V V EN 997:2012/AC:2012 

7740-095-0850 6 L V V V V V V EN 997:2012/AC:2012 

7740-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7740-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

7740-603-0075 6 L V V V V V V EN 997:2012/AC:2012 

7740-703-0075 6 L V V V V V V EN 997:2012/AC:2012 

7740-703-0850 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-0979 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-1130 6 L V V V V V V EN 997:2012/AC:2012 



Refer to: V-DOP-997 

Rev. Date: 19.04.2022 

 

CE WC Pan Declaration of Performance 
 

 

 

7741-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-1412 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-1428 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-1480 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-6078 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-6079 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-6102 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-6108 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-6144 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-6235 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-7096 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-7168 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

7741-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7741-070-7138 6 L V V V V V V EN 997:2012/AC:2012 

7741-095-0850 6 L V V V V V V EN 997:2012/AC:2012 

7741-095-7095 6 L V V V V V V EN 997:2012/AC:2012 

7741-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7741-403-0850 6 L V V V V V V EN 997:2012/AC:2012 
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7741-403-1130 6 L V V V V V V EN 997:2012/AC:2012 

7741-403-1412 6 L V V V V V V EN 997:2012/AC:2012 

7741-403-1428 6 L V V V V V V EN 997:2012/AC:2012 

7741-603-0075 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-0559 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-1389 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-6083 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-6094 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-6130 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-6165 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-6166 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-7205 6 L V V V V V V EN 997:2012/AC:2012 

7742-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7742-083-0075 6 L V V V V V V EN 997:2012/AC:2012 
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7742-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7742-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7742-403-0559 6 L V V V V V V EN 997:2012/AC:2012 

7743-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7743-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7743-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

7743-003-0559 6 L V V V V V V EN 997:2012/AC:2012 

7743-003-1698 6 L V V V V V V EN 997:2012/AC:2012 

7743-003-6249 6 L V V V V V V EN 997:2012/AC:2012 

7743-401-0075 6 L V V V V V V EN 997:2012/AC:2012 

7743-401-0090 6 L V V V V V V EN 997:2012/AC:2012 

7743-401-0101 6 L V V V V V V EN 997:2012/AC:2012 

7743-401-0559 6 L V V V V V V EN 997:2012/AC:2012 

7743-401-1698 6 L V V V V V V EN 997:2012/AC:2012 

7743-401-7155 6 L V V V V V V EN 997:2012/AC:2012 

7743-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7743-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7743-403-0101 6 L V V V V V V EN 997:2012/AC:2012 

7743-403-0559 6 L V V V V V V EN 997:2012/AC:2012 

7743-403-1598 6 L V V V V V V EN 997:2012/AC:2012 

7743-403-1698 6 L V V V V V V EN 997:2012/AC:2012 

7743-403-6249 6 L V V V V V V EN 997:2012/AC:2012 

7743-403-7155 6 L V V V V V V EN 997:2012/AC:2012 
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7743-403-7200 6 L V V V V V V EN 997:2012/AC:2012 

7743-403-7700 6 L V V V V V V EN 997:2012/AC:2012 

7743-420-0075 6 L V V V V V V EN 997:2012/AC:2012 

7743-420-0090 6 L V V V V V V EN 997:2012/AC:2012 

7743-420-0101 6 L V V V V V V EN 997:2012/AC:2012 

7743-420-0559 6 L V V V V V V EN 997:2012/AC:2012 

7743-420-1651 6 L V V V V V V EN 997:2012/AC:2012 

7743-420-1698 6 L V V V V V V EN 997:2012/AC:2012 

7743-420-7155 6 L V V V V V V EN 997:2012/AC:2012 

7743-470-0075 6 L V V V V V V EN 997:2012/AC:2012 

7743-470-0090 6 L V V V V V V EN 997:2012/AC:2012 

7743-470-0101 6 L V V V V V V EN 997:2012/AC:2012 

7743-470-0559 6 L V V V V V V EN 997:2012/AC:2012 

7743-470-1598 6 L V V V V V V EN 997:2012/AC:2012 

7743-470-1698 6 L V V V V V V EN 997:2012/AC:2012 

7743-470-7155 6 L V V V V V V EN 997:2012/AC:2012 

7743-483-0075 6 L V V V V V V EN 997:2012/AC:2012 

7743-483-0090 6 L V V V V V V EN 997:2012/AC:2012 

7743-483-0101 6 L V V V V V V EN 997:2012/AC:2012 

7743-483-0559 6 L V V V V V V EN 997:2012/AC:2012 

7743-483-1598 6 L V V V V V V EN 997:2012/AC:2012 

7743-483-1698 6 L V V V V V V EN 997:2012/AC:2012 

7743-483-7155 6 L V V V V V V EN 997:2012/AC:2012 
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7743-603-0075 6 L V V V V V V EN 997:2012/AC:2012 

7743-603-0090 6 L V V V V V V EN 997:2012/AC:2012 

7743-703-0075 6 L V V V V V V EN 997:2012/AC:2012 

7743-703-0090 6 L V V V V V V EN 997:2012/AC:2012 

7744-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7744-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7744-003-1035 6 L V V V V V V EN 997:2012/AC:2012 

7744-003-1125 6 L V V V V V V EN 997:2012/AC:2012 

7744-003-6051 6 L V V V V V V EN 997:2012/AC:2012 

7744-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

7744-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7744-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7744-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7744-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

7744-403-1035 6 L V V V V V V EN 997:2012/AC:2012 

7744-403-1125 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-0282 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-0559 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-6073 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-6115 6 L V V V V V V EN 997:2012/AC:2012 



Refer to: V-DOP-997 

Rev. Date: 19.04.2022 

 

CE WC Pan Declaration of Performance 
 

 

 

7747-003-6154 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-6156 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-6197 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-7061 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

7747-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

7747-070-7138 6 L V V V V V V EN 997:2012/AC:2012 

7747-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7747-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7747-403-0559 6 L V V V V V V EN 997:2012/AC:2012 

7747-403-6153 6 L V V V V V V EN 997:2012/AC:2012 

7747-403-7202 6 L V V V V V V EN 997:2012/AC:2012 

7747-403-7203 6 L V V V V V V EN 997:2012/AC:2012 

7748-001-0075 6 L V V V V V V EN 997:2012/AC:2012 

7748-001-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-001-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-001-1787 6 L V V V V V V EN 997:2012/AC:2012 

7748-001-6156 6 L V V V V V V EN 997:2012/AC:2012 

7748-001-7155 6 L V V V V V V EN 997:2012/AC:2012 

7748-001-7157 6 L V V V V V V EN 997:2012/AC:2012 

7748-001-7158 6 L V V V V V V EN 997:2012/AC:2012 
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7748-001-7204 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-1651 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-1684 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-1842 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-1843 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-6073 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-6115 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-6138 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-6155 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-6156 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-6202 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-6205 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-6206 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-6248 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-6252 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7061 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7096 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7155 6 L V V V V V V EN 997:2012/AC:2012 
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7748-003-7157 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7158 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7206 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7207 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7208 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7211 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7216 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7218 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7748-003-7701 6 L V V V V V V EN 997:2012/AC:2012 

7748-020-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-020-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-020-6156 6 L V V V V V V EN 997:2012/AC:2012 

7748-020-7155 6 L V V V V V V EN 997:2012/AC:2012 

7748-020-7158 6 L V V V V V V EN 997:2012/AC:2012 

7748-020-7204 6 L V V V V V V EN 997:2012/AC:2012 

7748-050-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-050-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-050-6156 6 L V V V V V V EN 997:2012/AC:2012 
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7748-050-7155 6 L V V V V V V EN 997:2012/AC:2012 

7748-050-7158 6 L V V V V V V EN 997:2012/AC:2012 

7748-050-7204 6 L V V V V V V EN 997:2012/AC:2012 

7748-070-0075 6 L V V V V V V EN 997:2012/AC:2012 

7748-070-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-070-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-070-6154 6 L V V V V V V EN 997:2012/AC:2012 

7748-070-6156 6 L V V V V V V EN 997:2012/AC:2012 

7748-070-7204 6 L V V V V V V EN 997:2012/AC:2012 

7748-070-7205 6 L V V V V V V EN 997:2012/AC:2012 

7748-083-0075 6 L V V V V V V EN 997:2012/AC:2012 

7748-083-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-083-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-083-1842 6 L V V V V V V EN 997:2012/AC:2012 

7748-083-6153 6 L V V V V V V EN 997:2012/AC:2012 

7748-083-6156 6 L V V V V V V EN 997:2012/AC:2012 

7748-083-7155 6 L V V V V V V EN 997:2012/AC:2012 

7748-083-7158 6 L V V V V V V EN 997:2012/AC:2012 

7748-083-7204 6 L V V V V V V EN 997:2012/AC:2012 

7748-401-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-401-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7748-403-0090 6 L V V V V V V EN 997:2012/AC:2012 
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7748-403-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-403-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-403-6153 6 L V V V V V V EN 997:2012/AC:2012 

7748-403-7200 6 L V V V V V V EN 997:2012/AC:2012 

7748-403-7203 6 L V V V V V V EN 997:2012/AC:2012 

7748-403-7211 6 L V V V V V V EN 997:2012/AC:2012 

7748-420-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-420-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-450-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-450-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-470-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-470-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-483-0101 6 L V V V V V V EN 997:2012/AC:2012 

7748-483-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-483-6156 6 L V V V V V V EN 997:2012/AC:2012 

7748-483-7204 6 L V V V V V V EN 997:2012/AC:2012 

7748-603-0559 6 L V V V V V V EN 997:2012/AC:2012 

7748-703-0090 6 L V V V V V V EN 997:2012/AC:2012 

7748-703-0559 6 L V V V V V V EN 997:2012/AC:2012 

7749-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7749-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

7749-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7749-003-0979 6 L V V V V V V EN 997:2012/AC:2012 
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7749-003-6078 6 L V V V V V V EN 997:2012/AC:2012 

7749-003-6079 6 L V V V V V V EN 997:2012/AC:2012 

7749-003-6144 6 L V V V V V V EN 997:2012/AC:2012 

7749-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7749-095-0075 6 L V V V V V V EN 997:2012/AC:2012 

7749-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7749-403-0850 6 L V V V V V V EN 997:2012/AC:2012 

7750-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7750-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-6039 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-6198 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-6242 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-7095 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-7096 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7755-003-7701 6 L V V V V V V EN 997:2012/AC:2012 

7755-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7755-403-0850 6 L V V V V V V EN 997:2012/AC:2012 
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7755-403-1135 6 L V V V V V V EN 997:2012/AC:2012 

7759-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7759-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7759-003-6250 6 L V V V V V V EN 997:2012/AC:2012 

7759-003-6267 6 L V V V V V V EN 997:2012/AC:2012 

7759-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7759-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7805-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7805-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7805-003-6232 6 L V V V V V V EN 997:2012/AC:2012 

7805-003-7155 6 L V V V V V V EN 997:2012/AC:2012 

7805-003-7168 6 L V V V V V V EN 997:2012/AC:2012 

7805-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7805-403-0075 6 L V V V V V V EN 997:2012/AC:2012 

7805-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7815-401-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-401-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-401-1768 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-401-1769 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-403-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-403-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-403-1768 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-403-1769 6 L V V NPD V V V EN 997:2012/AC:2012 
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7815-420-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-420-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-420-1768 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-420-1769 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-450-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-450-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-450-1768 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-450-1769 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-483-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-483-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-483-1768 6 L V V NPD V V V EN 997:2012/AC:2012 

7815-483-1769 6 L V V NPD V V V EN 997:2012/AC:2012 

7820-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7820-003-0079 6 L V V NPD V V V EN 997:2012/AC:2012 

7820-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7820-003-7168 6 L V V NPD V V V EN 997:2012/AC:2012 

7820-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

7820-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

7820-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

7821-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7821-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

7821-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7821-003-0169 6 L V V NPD V V V EN 997:2012/AC:2012 
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7821-003-0170 6 L V V NPD V V V EN 997:2012/AC:2012 

7821-003-0593 6 L V V NPD V V V EN 997:2012/AC:2012 

7821-003-7700 6 L V V NPD V V V EN 997:2012/AC:2012 

7821-003-7701 6 L V V NPD V V V EN 997:2012/AC:2012 

7821-003-7702 6 L V V NPD V V V EN 997:2012/AC:2012 

7822-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7822-003-0087 6 L V V NPD V V V EN 997:2012/AC:2012 

7822-003-0088 6 L V V NPD V V V EN 997:2012/AC:2012 

7822-003-0169 6 L V V NPD V V V EN 997:2012/AC:2012 

7822-003-0593 6 L V V NPD V V V EN 997:2012/AC:2012 

7830-001-0075 6 L V V V V V V EN 997:2012/AC:2012 

7830-001-0090 6 L V V V V V V EN 997:2012/AC:2012 

7830-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7830-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7830-020-0075 6 L V V V V V V EN 997:2012/AC:2012 

7830-020-0090 6 L V V V V V V EN 997:2012/AC:2012 

7830-050-0075 6 L V V V V V V EN 997:2012/AC:2012 

7830-050-0090 6 L V V V V V V EN 997:2012/AC:2012 

7830-083-0075 6 L V V V V V V EN 997:2012/AC:2012 

7830-083-0090 6 L V V V V V V EN 997:2012/AC:2012 

7830-401-0075 6 L V V V V V V EN 997:2012/AC:2012 

7830-401-0090 6 L V V V V V V EN 997:2012/AC:2012 

7830-403-0075 6 L V V V V V V EN 997:2012/AC:2012 
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7830-403-0090 6 L V V V V V V EN 997:2012/AC:2012 

7830-420-0075 6 L V V V V V V EN 997:2012/AC:2012 

7830-420-0090 6 L V V V V V V EN 997:2012/AC:2012 

7830-450-0075 6 L V V V V V V EN 997:2012/AC:2012 

7830-450-0090 6 L V V V V V V EN 997:2012/AC:2012 

7830-483-0075 6 L V V V V V V EN 997:2012/AC:2012 

7830-483-0090 6 L V V V V V V EN 997:2012/AC:2012 

7847-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

7848-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7848-083-0075 6 L V V V V V V EN 997:2012/AC:2012 

7848-020-0075 6 L V V V V V V EN 997:2012/AC:2012 

7848-003-0090 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-0075 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-0079 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-0850 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-0874 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-0979 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-1030 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-1135 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-1278 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-1429 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-1518 6 L V V V V V V EN 997:2012/AC:2012 
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7855-003-1623 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-1647 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-1798 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-6108 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-6150 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-6169 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-6179 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-6180 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-6182 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-6192 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-6213 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-6227 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-6236 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-7145 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-7200 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-7201 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-7202 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-7203 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-7204 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-7700 6 L V V V V V V EN 997:2012/AC:2012 

7855-003-7701 6 L V V V V V V EN 997:2012/AC:2012 

7855-095-0075 6 L V V V V V V EN 997:2012/AC:2012 

7855-095-7138 6 L V V V V V V EN 997:2012/AC:2012 
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7855-403-1499 6 L V V V V V V EN 997:2012/AC:2012 

7858-003-0089 6 L V V NPD V V V EN 997:2012/AC:2012 

7858-003-1030 6 L V V NPD V V V EN 997:2012/AC:2012 

7858-003-1135 6 L V V NPD V V V EN 997:2012/AC:2012 

7858-003-1518 6 L V V NPD V V V EN 997:2012/AC:2012 

7858-003-1647 6 L V V NPD V V V EN 997:2012/AC:2012 

7858-003-1798 6 L V V NPD V V V EN 997:2012/AC:2012 

7948-403-5592 6 L V V V V V V EN 997:2012/AC:2012 

7948-403-6262 6 L V V V V V V EN 997:2012/AC:2012 

7948-403-6263 6 L V V V V V V EN 997:2012/AC:2012 

7948-403-6272 6 L V V V V V V EN 997:2012/AC:2012 

7948-403-6273 6 L V V V V V V EN 997:2012/AC:2012 

7948-403-6592 6 L V V V V V V EN 997:2012/AC:2012 

7948-403-7200 6 L V V V V V V EN 997:2012/AC:2012 

7948-403-7201 6 L V V V V V V EN 997:2012/AC:2012 

7948-403-7202 6 L V V V V V V EN 997:2012/AC:2012 

7985-001-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-001-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-001-7157 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-003-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-003-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-003-1786 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-003-7157 6 L V V NPD V V V EN 997:2012/AC:2012 
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7985-003-7200 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-003-7201 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-020-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-020-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-070-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-070-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-083-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-083-0090 6 L V V NPD V V V EN 997:2012/AC:2012 

7985-401-0075 6 L V V NPD V V V EN 997:2012/AC:2012 

8110-003-7046 6 L V V NPD V V V EN 997:2012/AC:2012 

8110-003-7049 6 L V V NPD V V V EN 997:2012/AC:2012 

8111-003-7046 6 L V V NPD V V V EN 997:2012/AC:2012 

8111-003-7049 6 L V V NPD V V V EN 997:2012/AC:2012 

 


